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Our range of cable accessories offers solutions for virtually all applications in the area of high-voltage engineer-

ing up to 300 kV. All accessories use silicone rubber as insulating medium because of its outstanding proper-

ties. We offer components and complete systems, as well as worldwide installation and advisory services:

�+�9���&�2�1�1�(�;�����$���'�U�\�����6�H�S�D�U�D�E�O�H���&�R�Q�Q�H�F�W�R�U���6�\�V�W�H�P���I�R�U���+�L�J�K���9�R�O�W�D�J�H���1�H�W�Z�R�U�N�V��
CONNEX meets all your requirements to an universal system of separable connectors: fully insulated with 

metal housing and providing touch-proof properties. It is maintenance-free, suitable for outdoor use and water-

proof. This means CONNEX can be used even in the most extreme conditions.

HV-CONNEX components for high-voltage systems up to 245 kV are factory tested and are surprisingly 

�V�L�P�S�O�H���W�R���L�Q�V�W�D�O�O�����&�R�P�S�O�H�[���R�L�O���D�Q�G���J�D�V���Z�R�U�N���G�X�U�L�Q�J���L�Q�V�W�D�O�O�D�W�L�R�Q���D�Q�G���F�R�P�P�L�V�V�L�R�Q�L�Q�J���R�I���W�U�D�Q�V�I�R�U�P�H�U�V���L�V���¿�Q�D�O�O�\���D��

thing of the past.

�,�;�2�6�,�/�����&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�V��
The extensive range of terminations will handle almost all applications. The silicone rubber insulating medium 

�H�Q�D�E�O�H�V���,�;�2�6�,�/���S�U�R�G�X�F�W�V���W�R���E�H���L�G�H�D�O�O�\���V�X�L�W�H�G���I�R�U���R�X�W�G�R�R�U���X�V�H�����6�H�O�I���V�X�S�S�R�U�W�L�Q�J���R�L�O���¿�O�O�H�G���W�H�U�P�L�Q�D�W�L�R�Q�V���D�U�H���D�Y�D�L�O�D�E�O�H��

with silicone rubber coated or porcelain housings. Special designs for indoor use complete the product range.

�:�H�O�F�R�P�H���W�R���W�K�H���&�$�%�/�(���6�<�6�7�(�0�6��
�&�H�Q�W�U�H���R�I���&�R�P�S�H�W�H�Q�F�H��



�,�;�2�6�,�/�����6�O�L�S���R�Q���-�R�L�Q�W�V��
IXOSIL silicone rubber joints can be used to join all XLPE and EPR insulated cables within the range of  

72.5 – 300 kV. Two designs are available: the compact one piece version, and a three piece version for  

connecting cables with different shielding and cross sections. Joints can be used on either aluminum or 

copper cables. 

�,�;�2�/�,�1�(�����)�D�F�W�R�U�\���$�V�V�H�P�E�O�H�G���&�D�E�O�H�V���5�H�D�G�\���W�R���8�V�H��
�,�;�2�/�,�1�(�� �¿�Q�L�V�K�H�G�� �F�D�E�O�H�� �V�H�F�W�L�R�Q�V�� �F�R�P�H�� �Z�L�W�K�� �,�;�2�6�,�/�� �D�Q�G�� ���� �R�U�� �&�2�1�1�(�;�� �W�H�U�P�L�Q�D�W�L�R�Q�V���� �1�R�� �V�S�H�F�L�D�O�� �W�R�R�O�V�� �D�U�H�� 

�U�H�T�X�L�U�H�G���I�R�U���L�Q�V�W�D�O�O�D�W�L�R�Q�����5�H�V�X�O�W�����L�Q�F�U�H�D�V�H�G���H�I�¿�F�L�H�Q�F�\�����U�H�G�X�F�H�G���L�Q�V�W�D�O�O�D�W�L�R�Q���W�L�P�H�����O�R�Z�H�U���F�R�V�W�V����

�6�L�O�L�F�R�Q�H���±���D���.�H�\���0�D�W�H�U�L�D�O���L�Q���+�L�J�K���9�R�O�W�D�J�H���(�Q�J�L�Q�H�H�U�L�Q�J����
Silicone rubber is the perfect material for cable terminations. Water, dirt, grease and oil resistant, completely 

maintenance free, shock resistant and unbreakable; it is far superior to traditional materials such as porcelain. 

When used as a stress relief device in sealed applications, silicone performs much better than harder materials 

such as EPDM because it helps to even out temperature variations and unevenness in the cable surface. 

Silicone helps to prevent air gaps, and therefore dangerous partial discharges are avoided. PFISTERER 

takes extensive advantage of using advanced LSR (liquid silicone rubber) designs, and special variations are 

designed using RTV (room temperature vulcanizing silicone).

�:�R�U�O�G�Z�L�G�H���,�Q�V�W�D�O�O�D�W�L�R�Q���6�H�U�Y�L�F�H�V��
The installation of high voltage components requires extensive knowledge and care. We share our know-how 

with our customers in training courses based on practical applications. If requested by the customer, we can 

perform installations anywhere in the world.
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�,�;�2�6�,�/���6�O�L�S���R�Q���-�R�L�Q�W�V

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���F�R�Q�Q�H�F�W�R�U�V

�,�;�2�6�,�/���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�V

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�&�R�Q�W�H�Q�W�V
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�,�;�2�6�,�/���6�O�L�S���R�Q���-�R�L�Q�W�V

IXOSIL slip-on joints mainly consist of pre-fabricated silicone rubber parts. This ensures 
�U�H�O�L�D�E�O�H���D�Q�G���H�I�¿�F�L�H�Q�W���F�R�Q�Q�H�F�W�L�R�Q���R�I���W�Z�R���S�R�O�\�P�H�U���L�Q�V�X�O�D�W�H�G���K�L�J�K���Y�R�O�W�D�J�H���F�D�E�O�H�V�����9�3�(����
EPR). The well proven slip-on system ensures minimum installation time and maximum 
operational reliability. The tested material conforms to all electrical, mechanical and 
thermal requirements for rebuilding cable insulation. The IXOSIL slip-on joint is available 
in a one-piece or a three-piece version and can be used to connect both copper and 
aluminium cables. Several versions of the two joint designs are available which differ in 
terms of the combination of screen treatment, water diffusion barrier, mechanical protec-
tive enclosure and other features as listed below. 

�6�F�U�H�H�Q���W�U�H�D�W�P�H�Q�W
Type designation DO: Straight through connection of cable screen 
Type designation DE: Straight through connection of cable screen with additional earthing
Type designation XL: Screen cross-bonding with 2 single bonding cables 
Type designation XK: Screen cross bonding with 1 concentric bonding cable 

�:�D�W�H�U���G�L�I�I�X�V�L�R�Q���E�D�U�U�L�H�U
Type designation F: Aluminium foil water diffusion barrier 
Type designation M: Copper tube water diffusion barrier 

�3�U�R�W�H�F�W�L�Y�H���H�Q�F�O�R�V�X�U�H
Type designation S: Heat-shrinkable sleeve 
�7�\�S�H���G�H�V�L�J�Q�D�W�L�R�Q���5�����*�O�D�V�V���¿�E�U�H���U�H�L�Q�I�R�U�F�H�G�����K�H�D�W���V�K�U�L�Q�N�D�E�O�H���V�O�H�H�Y�H��
�7�\�S�H���G�H�V�L�J�Q�D�W�L�R�Q���*�����J�O�D�V�V���¿�E�U�H���U�H�L�Q�I�R�U�F�H�G���S�U�R�W�H�F�W�L�R�Q���E�R�[��

�)�L�E�U�H���R�S�W�L�F�V���D�Q�G���R�U���3�'���V�H�Q�V�R�U
�7�\�S�H���G�H�V�L�J�Q�D�W�L�R�Q���2�3�����,�Q�W�H�J�U�D�W�H�G���¿�E�U�H���R�S�W�L�F���V�S�O�L�F�H���E�R�[��
Type designation TE: Integrated partial discharge sensor 
�7�\�S�H���G�H�V�L�J�Q�D�W�L�R�Q���7�(�2�3�����,�Q�W�H�J�U�D�W�H�G���¿�E�U�H���R�S�W�L�F���V�S�O�L�F�H���E�R�[���D�Q�G���S�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H���V�H�Q�V�R�U��

Detailed information regarding the type designation is required when placing your order.

I

M
S

A
�,�;�2�6�,�/���6�O�L�S���R�Q���-�R�L�Q�W�V
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�2�Q�H���S�L�H�F�H���6�O�L�S���R�Q���-�R�L�Q�W

The one-piece MSA slip-on joint is available for voltages from 72.5 kV to 300 kV. Thanks 
to the one-piece design, the joints are extremely compact in size. The space required in 
a joint bay is therefore reduced to a minimum. Each size of silicone body covers a wide 
range of cable insulation diameters.

�0�D�W�H�U�L�D�O�V��
Joint body: Silicone rubber

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q��
Compressed or screwed

�1�R�W�H��
The weight depends on the diameter over cable insulation and the joint design. The joints 
�D�U�H���W�D�L�O�R�U�H�G���D�F�F�R�U�G�L�Q�J���W�R���F�X�V�W�R�P�H�U���V�S�H�F�L�¿�F�D�W�L�R�Q�V�����G�H�W�D�L�O�H�G���W�H�F�K�Q�L�F�D�O���G�D�W�D���D�Q�G���G�L�P�H�Q�V�L�R�Q�H�G��
drawings are therefore available on request.

�0�D�[�����R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�6�W�D�Q�G�D�U�G�V �5�D�W�H�G���Y�R�O�W�D�J�H �5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H���Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O�� 
�G�L�V�F�K�D�U�J�H�� 
�P�H�D�V�X�U�H�P�H�Q�W

�&�R�Q�G�X�F�W�R�U�� 
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V�� 
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�8�P�����N�9�� �8�����N�9�� ���N�9�� ���S�&�� ���P�P2�� ���P�P��

�������� IEC60840 60 - 69 325 < 5 150 - 2000 37 - 87

������ IEC60840 110 - 115 550 < 5 240 - 2500 46 - 122

������ IEC60840 132 - 138 650 < 5 240 - 2500 46 - 122

170 IEC60840 150 - 161 750 < 5 240 - 2500 52 - 122

������ IEC62067 220 - 230 1050 < 5 240 - 2500 69 - 122

������ IEC62067 275 - 287 1050 < 5 240 - 2500 72 - 122

�7�K�U�H�H���S�L�H�F�H���6�O�L�S���R�Q���-�R�L�Q�W
The three-piece MSA slip-on joint is available for voltages from 72.5 kV to 170 kV. The 
well known and tested three-piece design of this joint enables cables of different types 
and dimensions to be connected. For example, a 630 mm2 EPR cable can be connected 
to a 500 mm2 VPE cable.

�0�D�W�H�U�L�D�O�V��
Joint body: Silicone rubber

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q��
Compressed or screwed

�1�R�W�H��
�7�K�H���M�R�L�Q�W�V���D�U�H���W�D�L�O�R�U�H�G���D�F�F�R�U�G�L�Q�J���W�R���F�X�V�W�R�P�H�U���V�S�H�F�L�¿�F�D�W�L�R�Q�V�����G�H�W�D�L�O�H�G���W�H�F�K�Q�L�F�D�O���G�D�W�D���D�Q�G��
dimensioned drawings are therefore available on request. 

�0�D�[�����R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�6�W�D�Q�G�D�U�G�V �5�D�W�H�G���Y�R�O�W�D�J�H �5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H���Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O�� 
�G�L�V�F�K�D�U�J�H�� 
�P�H�D�V�X�U�H�P�H�Q�W

�&�R�Q�G�X�F�W�R�U�� 
�F�U�R�V�V���V�H�F�W�L�R�Q�� 
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V�� 
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�8�P�����N�9�� �8�����N�9�� ���N�9�� ���S�&�� ���P�P2�� ���P�P��

�������� IEC60840 60 - 69 325 < 5 on request on request

������ IEC60840 110 - 115 550 < 5 on request on request

������ IEC60840 132 - 138 650 < 5 on request on request

170 IEC60840 150 - 161 750 < 5 on request on request

I
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S

A

�,�;�2�6�,�/���6�O�L�S���R�Q���-�R�L�Q�W�V
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�2�X�W�G�R�R�U���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�����&�R�P�S�R�V�L�W�H��

ESS terminations are available for a voltage range from 72.5 kV to 300 kV with various 
�F�U�H�H�S�D�J�H���G�L�V�W�D�Q�F�H�V�����$���J�O�D�V�V���¿�E�U�H���U�H�L�Q�I�R�U�F�H�G���W�X�E�H���H�T�X�L�S�S�H�G���Z�L�W�K���V�L�O�L�F�R�Q�H���V�K�H�G�V���S�U�R�Y�L�G�H�V��
�W�K�H���K�L�J�K�H�V�W���G�H�J�U�H�H���R�I���P�H�F�K�D�Q�L�F�D�O���V�W�U�H�Q�J�W�K�����7�K�H���(�6�6���L�V���¿�O�O�H�G���Z�L�W�K���D�Q���L�Q�V�X�O�D�W�L�Q�J���F�R�P�S�R�X�Q�G���� 
�$�Q���H�D�V�\���W�R���¿�W���K�H�D�G���D�U�P�D�W�X�U�H���D�Q�G���D���K�L�J�K���T�X�D�O�L�W�\���V�W�U�H�V�V���F�R�Q�W�U�R�O���X�Q�L�W���F�R�P�S�O�H�W�H�V���W�K�H���(�6�6�� 
as a maintenance-free system.

�0�D�W�H�U�L�D�O��
Insulator: composite hollow insulator (silicone-sheded FRP tube)
Material of the control unit: silicone rubber

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q��
compressed or screwed

�2�S�W�L�R�Q�D�O���D�F�F�H�V�V�R�U�L�H�V��
Earthing set

�1�R�W�H��
Optional material is not within scope of supply and has to be ordered seperately. 
Technical data for conductor cross section 2.500 mm2 up on request. 
Dimensions in parentheses in the following product tables can be inquired separately.

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H �8�P�����N�9�� 72.5 123 145 170 245 300

�6�W�D�Q�G�D�U�G�V IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

IEC62067
IEC60815

IEC62067
IEC60815

�5�D�W�H�G���Y�R�O�W�D�J�H �8�����N�9��60 - 69 110 - 115 132 - 138 150 - 161 220 - 230 275 - 287

�5�D�W�H�G��
�O�L�J�K�W�Q�L�Q�J���L�P�S�X�O�V�H
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H
���%�,�/��

���N�9�� 325 550 650 750 1050 1050

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H�� 
�P�H�D�V�X�U�H�P�H�Q�W

���S�&�� < 5 < 5 < 5 < 5 < 5 < 5

II

E
S

S
�,�;�2�6�,�/���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�V
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ESS72

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�6�������&���� 150 - 2000 37 - 84 120 40.0 1813 3 25

�(�6�6�������&���� 150 - 2000 37 - 84 120 42.0 2248 4 31

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�6�������&���� 320 (420) 270 (345) 19 850 100 30,40,50 282

�(�6�6�������&���� 320 (420) 270 (345) 19 850 100 30,40,50 282
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�(�6�6������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�6���������&���� 150-1600 42 - 99 120 95.0 3075 3 25

�(�6�6���������&���� 150 - 2500 42 - 118 170 120.0 3383 3 25

�(�6�6���������&���� 150-1600 42 - 99 120 100.0 3813 4 31

�(�6�6���������&���� 150 - 2500 42 - 118 170 125.0 4194 4 31

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�6���������&���� 420 (320, 500) 345 (270, 400) 19 1370 100 30,40,50 326

�(�6�6���������&���� 420 (500) 345 (400) 19 1380 100 30,40,50 376

�(�6�6���������&���� 420 (320, 500) 345 (270, 400) 19 1370 100 30,40,50 326

�(�6�6���������&���� 420 (500) 345 (400) 19 1380 100 30,40,50 416
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�(�6�6������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U��
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�6���������&���� 150-1200 46 - 84 120 111.0 3625 3 25

�(�6�6���������&���� 150 - 2500 46 - 118 170 128.0 3989 3 25

�(�6�6���������&���� 150-1200 46 - 84 120 118.0 4495 4 31

�(�6�6���������&���� 150 - 2500 46 - 118 170 144.0 4945 4 31

�(�6�6���������&���� 150 - 2500 46 - 118 170 206.0 7178 - 45

�(�6�6���������&���� 150 - 1200 46 - 84 120 125.0 7350 - 50

�(�6�6���������&���� 150 - 2500 46 - 118 170 210.0 8773 - 55

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�6���������&���� 420 (320, 500) 345 (270, 400) 19 1580 100 30,40,50 326

�(�6�6���������&���� 420 (500) 345 (400) 19 1590 100 30,40,50 376

�(�6�6���������&���� 420 (320, 500) 345 (270, 400) 19 1580 100 30,40,50 326

�(�6�6���������&���� 420 (500) 345 (400) 19 1590 100 30,40,50 416

�(�6�6���������&���� 500 (420, 600) 400 (320, 500) 19 2200 100 30,40,50 416

�(�6�6���������&���� 500 (420) 400 (345) 19 1830 100 30,40,50 326

�(�6�6���������&���� 500 (420, 600) 400 (345, 500) 19 2200 100 30,40,50 416

II

E
S

S

�,�;�2�6�,�/���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�V



14 �Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

ESS170

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U��
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

ESS170-C47 150 - 2500 52 - 118 170 155.0 4675 3 25

�(�6�6���������&���� 150 - 2500 52 - 118 170 175.0 5797 4 31

ESS170-C72 150 - 2500 52 - 118 170 206.0 7106 - 38

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

ESS170-C47 500 (420, 600) 400 (345, 500) 19 1810 100 30,40,50 376

�(�6�6���������&���� 500 (420, 600) 400 (345, 500) 19 1810 100 30,40,50 416

ESS170-C72 500 (420, 600) 400 (345, 500) 19 2200 100 30,40,50 416
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�(�6�6������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�6���������&���� 240 - 2500 68 - 118 170 321.0 8355 4 31

�(�6�6���������&������ 240 - 2500 68 - 118 170 525.0 14880 - 55

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�6���������&���� 600 (500) 400, 500 19 2697 100 30,40,50 547

�(�6�6���������&������ 600 500 19 3728 100 30,40,50 547
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�(�6�6������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�6���������&���� 400 - 2500 72 - 118 170 321.0 8250 3 25

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�6���������&���� 500, 600 400, 500 19 2697 100 30,40,50 547
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�2�X�W�G�R�R�U���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�����3�R�U�F�H�O�D�L�Q��

ESP termination can be supplied for voltages from 72.5 kV to 300 kV. The porcelain  
insulator provides the highest degree of mechanical strength and the highest  
�S�U�R�W�H�F�W�L�R�Q���D�J�D�L�Q�V�W���X�O�W�U�D�Y�L�R�O�H�W���U�D�G�L�D�W�L�R�Q�����7�K�H���(�6�3���L�V���¿�O�O�H�G���Z�L�W�K���D�Q���L�Q�V�X�O�D�W�L�Q�J���F�R�P�S�R�X�Q�G���� 
�$�Q���H�D�V�\���W�R���¿�W���K�H�D�G���D�U�P�D�W�X�U�H���D�Q�G���D�Q���K�L�J�K���T�X�D�O�L�W�\���V�W�U�H�V�V���F�R�Q�W�U�R�O���X�Q�L�W���F�R�P�S�O�H�W�H�V���W�K�H�� 
ESS as a maintenance-free system. 

�0�D�W�H�U�L�D�O����
Insulator: porcelain  
Material of the control unit: silicone rubber 

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q����
compressed or screwed 

�2�S�W�L�R�Q�D�O���D�F�F�H�V�V�R�U�L�H�V����
Earthing set, spark conductors 

�1�R�W�H��
Optional material is not within scope of supply and has to be ordered seperately. 
Technical data for conductor cross section 2.500 mm2 up on request. 
Dimensions in parentheses in the following product can be inquired separately. 

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H �8�P�����N�9�� 72.5 123 145 170 245 300

�6�W�D�Q�G�D�U�G�V IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

IEC62067
IEC60815

IEC62067
IEC60815

�5�D�W�H�G���Y�R�O�W�D�J�H �8�����N�9��60 - 69 110 - 115 132 - 138 150 - 161 220 - 230 275 - 287

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J���L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H�����%�,�/��

���N�9�� 325 550 650 750 1050 1050

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H�� 
�P�H�D�V�X�U�H�P�H�Q�W

���S�&�� < 5 < 5 < 5 < 5 < 5 < 5
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ESP72

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O��
�F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�3�������&���� 95-2000 37 - 84 120 120.0 2248 4 31

�(�6�3�������&���� 95-2000 37 - 84 120 170.0 3852 - 53

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�3�������&���� 320 (420) 270 (345) 19 950 100 30,40,50 342

�(�6�3�������&���� 420 (320) 345 (270) 19 1360 100 30,40,50 170
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�(�6�3������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�3���������&���� 150-1600 42 - 84 120 170.0 3813 4 31

�(�6�3���������&���� 150-1600 42 - 84 120 195.0 4540 - 36

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�3���������&���� 420 (320) 345 (270) 19 1360 100 30,40,50 170

�(�6�3���������&���� 420 (500) 345 (400) 19 1580 100 30,40,50 195
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�(�6�3������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U�� 
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O�� 
�F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�3���������&���� 150-1200 46 - 84 120 195.0 4540 4 31

�(�6�3���������&���� 150-2000 46 - 99 120 220.0 4994 4 31

�(�6�3���������&���� 150-2000 46 - 99 120 235.0 5800 - 36

�(�6�3���������&���� 150 - 2500 46 - 118 170 330.0 7250 - 45

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�3���������&���� 420 (500) 345 (400) 19 1580 100 30,40,50 342

�(�6�3���������&���� 420 (500) 345 (400) 19 1599 100 30,40,50 ��������������

�(�6�3���������&���� 500 (420) 400 (345) 19 2200 100 30,40,50 ��������������

�(�6�3���������&���� 500 (600, 420) 400 (500, 345) 19 2200 100 30,40,50 ��������������
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ESP170

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O��
�F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�3���������&���� 150-2000 52 - 99 120 235.0 5800 4 31

�(�6�3���������&���� 150 - 2500 52 - 118 170 330.0 7250 - 38

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�3���������&���� 500 (420) 400 (345) 19 2200 100 30,40,50 ��������������

�(�6�3���������&���� 500 (600, 420) 400 (500, 345) 19 2200 100 30,40,50 ��������������
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�(�6�3������

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O��
�F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�3���������&������ 240 - 2500 68 - 118 170 530.0 10339 - 38

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�3���������&������ 500, 600 400, 500 19 2909 100 30,40,50 ��������������
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�(�6�3������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U��
�F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U
�D�F�U�R�V�V���F�D�E�O�H��
�R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O��
�F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�3���������&������ 240 - 2500 72 - 118 170 530.0 10339 4 31

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P��

�(�6�3���������&������ 500, 600 400, 500 19 2909 100 30,40,50 ��������������
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�)�O�H�[�L�E�O�H���2�X�W�G�R�R�U���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q

�(�6�)���À�H�[�L�E�O�H���W�H�U�P�L�Q�D�W�L�R�Q�V���D�U�H���G�U�\�����V�O�L�S���R�Q���W�H�U�P�L�Q�D�W�L�R�Q�V���I�R�U���P�R�G�X�O�D�U���D�V�V�H�P�E�O�\�����7�K�H���X�V�H���R�I��
silicone sheds makes them ideally suited for applications in outdoor installations and are 
available for a voltage range from 52 kV to 170 kV.

�0�D�W�H�U�L�D�O��
Insulator: silicone rubber  
Material of the control unit: silicone rubber

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q��
compressed or screwed

�1�R�W�H��
Various connection options.

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H �8�P�����N�9�� 52 72.5 123 145 170

�6�W�D�Q�G�D�U�G�V IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

�5�D�W�H�G���Y�R�O�W�D�J�H �8�����N�9��45 - 47 60 - 69 110 - 115 132 - 138 150 - 161

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J���L�P�S�X�O�V�H
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H�����%�,�/��

���N�9�� 250 325 550 650 750

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H�� 
�P�H�D�V�X�U�H�P�H�Q�W

���S�&�� < 5 < 5 < 5 < 5 < 5
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�(�6�)����

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V�� 
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q�� 
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W�� 
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H�� 
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�)�������&���� 95 - 1200 32.5 - 64.4 11.0 1500 28

�(�6�)�������&���� 95 - 1200 32.5 - 64.4 12.0 1813 34

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P��

�(�6�)�������&���� ~250 909 - 1021 175

�(�6�)�������&���� ~250 1019 - 1137 175
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ESF72

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�)�������&���� 95 - 1200 32.5 - 64.4 11.0 1450 2 20

�(�6�)�������&���� 95 - 1200 32.5 - 64.4 12.0 1813 3 25

�(�6�)�������&���� 95 - 2000 32.5 - 82 13.5 - 22.0 2248 4 31

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P��

�(�6�)�������&���� ~250 909 - 1021 175

�(�6�)�������&���� ~250 1019 - 1137 175

�(�6�)�������&���� ~250 1120 - 1330 175 - 190
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�(�6�)������

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�)���������&���� 95 - 2000 46 - 76.2 19.0 2460 2 20

�(�6�)���������&���� 150 - 2000 46 - 115 28.0 - 37.0 3075 3 25

�(�6�)���������&���� 150 - 2000 46 - 115 31.0 - 50.0 3813 4 31

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P��

�(�6�)���������&���� ~250 ~1300 - 1360 180

�(�6�)���������&���� ~250 ~1450 - 1560 227 - 274

�(�6�)���������&���� ~250 ~1670 - 1790 227 - 274
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�(�6�)������

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�)���������&���� 240 - 2000 46 - 115 31.0 - 45.0 3625 3 25

�(�6�)���������&���� 240 - 2000 46 - 115 36.0 - 54.0 4495 4 31

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P��

�(�6�)���������&���� ~250 ~1670 - 1790 227 - 274

�(�6�)���������&���� ~250 ~1890 - 2025 227 - 274
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ESF170

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�)���������&���� 240 - 2000 52 - 115 54.0 4250 3 25

�(�6�)���������&���� 240 - 2000 52 - 115 58.0 5270 4 31

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P��

�(�6�)���������&���� ~250 ~1968 - 2022 274

�(�6�)���������&���� ~250 ~2200 - 2254 274
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�'�U�\���L�Q�V�X�O�D�W�H�G���2�X�W�G�R�R�U���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q

EST termination is ideally suited for outdoor and indoor use. It is available for voltages 
�I�U�R�P�������������N�9���W�R�����������N�9���D�Q�G���F�R�Q�V�L�V�W�V���R�I���R�Q�H���À�H�[�L�E�O�H���(�6�)���W�H�U�P�L�Q�D�W�L�R�Q���D�Q�G���R�Q�H���V�X�S�S�R�U�W�L�Q�J��
insulator. It contains no liquid insulating materials and is self-supporting. The EST is of 
modular construction for rapid, easy installation. The base plate design allows installations 
on existing units.

�0�D�W�H�U�L�D�O��
�,�Q�V�X�O�D�W�R�U�����V�L�O�L�F�R�Q�H���V�K�L�H�O�G�H�G���¿�E�U�H���J�O�D�V�V���U�H�L�Q�I�R�U�F�H�G���U�R�G
Stress relief cone: silicone rubber
Shed material: silicone rubber

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q��
compressed or screwed

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H �8�P�����N�9�� 72.5 123 145 170

�6�W�D�Q�G�D�U�G�V IEC60840
IEC60815

IEC60840
IEC60815

IEC60840
IEC60815

IEC60815
IEC60840

�5�D�W�H�G���Y�R�O�W�D�J�H �8�����N�9��60 - 69 110 - 115 132 - 138 150 - 161

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J���L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H�����%�,�/��

���N�9�� 325 550 650 750

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H�� 
�P�H�D�V�X�U�H�P�H�Q�W

���S�&�� < 5 < 5 < 5 < 5
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EST72

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W��
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�7�������&���� 95 - 1200 32.5 - 64.4 65.0 1813 3 25

�(�6�7�������&���� 95 - 1200 32.5 - 64.4 68.0 2248 4 31

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P��

�(�6�7�������&���� 270 1300 130 350

�(�6�7�������&���� 270 1300 130 350
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�(�6�7������

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�7���������&���� 150 - 2000 46 - 115 100.0 3075 3 25

�(�6�7���������&���� 150 - 2000 46 - 115 120.0 3813 4 31

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P��

�(�6�7���������&���� 690 (661) 500 (400) 600 (500) 18 ~760 1800 100 30,40,50

�(�6�7���������&���� 690 (661) 500 (400) 600 (500) 18 ~760 2030 100 30,40,50
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�(�6�7������

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P��

�(�6�7���������&���� 690 (661) 500 (400) 600 (500) 18 ~760 2030 100 30,40,50

�(�6�7���������&���� 690 (661) 500 (400) 600 (500) 18 ~760 2260 100 30,40,50

II

E
S

T

�,�;�2�6�,�/���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�V

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q��
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W��
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�7���������&���� 240 - 2000 46 - 115 120.0 3625 3 25

�(�6�7���������&���� 240 - 2000 46 - 115 130.0 4495 4 31
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EST170

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V��
�V�H�F�W�L�R�Q���D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���L�Q�V�X�O�D�W�L�R�Q
���S�U�H�S�D�U�H�G��

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

�0�L�Q�L�P�D�O���F�U�H�H�S�D�J�H
�G�L�V�W�D�Q�F�H

�3�R�O�O�X�W�L�R�Q���F�O�D�V�V �3�R�O�O�X�W�L�R�Q���F�O�D�V�V

���P�P2�� ���P�P�� ���N�J�� ���P�P�� ���P�P���N�9��

�(�6�7���������&���� 240 - 2000 52 - 115 150.0 4250 3 25

�(�6�7���������&���� 240 - 2000 52 - 115 160.0 5270 4 31

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P��

�(�6�7���������&���� 690 (661) 500 (400) 600 (500) 18 ~760 2260 100 30,40,50

�(�6�7���������&���� 690 (661) 500 (400) 600 (500) 18 ~760 2480 100 30,40,50
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�,�;�2�6�,�/���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q�V
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The advantages of the CONNEX system come to the fore in particular in the area  
of highvoltage systems: simple on-site installation and factory-tested components 
save money and provide additional safety. Plug-in HV-CONNEX systems make costly 
oil and gas work during the installation and commissioning of transformers and  
gas-insulated switchgear a thing of the past. Thanks to their plug-in connectors, 
cable joints from the HV-CONNEX range are much more flexible than traditional 
solutions when it comes to building and converting electrical systems. Needless to 
say, the range includes all the connection components needed to test the system 
and the attached equipment.

�$�G�Y�D�Q�W�D�J�H�V

  approx. 50 % shorter mounting length compared with conventional systems 
in accordance with IEC62271-209 (former IEC60859)

  no opening of the cable termination and associated costly gas or oil work
  horizontal, vertical and angled versions for connection to GIS and  
transformers

  considerably reduced installation times 
  the use of pre-assembled and tested components means maximum safety  
�D�Q�G���H�I�¿�F�L�H�Q�F�\

  installation errors are minimised
  if a fault does arise, rapid separation of cable and equipment
  cable sheath test possible without unplugging

�+�9���&�2�1�1�(�;�������������N�9���±�����������N�9

�$�� �6�R�F�N�H�W
1  contact element
2  epoxy socket

�%�� �&�R�Q�W�D�F�W���6�\�V�W�H�P 
��  contact ring 
4  tension cone 
��  thrust piece

�&�� �,�Q�V�X�O�D�W�L�Q�J���S�D�U�W 

�'�� �%�H�O�O���À�D�Q�J�H
����  gasket ring 
 7  thrust ring
����  counter ring

Sample Drawing: Cable connecting system CONNEX Size 5  
(cable with wire screen, application switch gear)
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Using HV-CONNEX sockets in switchgears allows for maximum 
flexibility. The interface provides the socket, which is ideally 
pre-assembled at the factory. This allows all relevant parameters 
to be tested at the factory and eliminates the need to open up 
the plant on site during commissioning. However, assembly 
on site is possible as well. The connection geometry meets all 
relevant standards.

Assembly at the factory and pre-testing the entire transformer 
lead to the best possible outcome. The actual plugging portion 
is then performed at the plant when it is commissioned on site, 
thus ensuring surge-proof sealing. The sockets can be installed 
in any position. Meeting all relevant standards ensures a proper 
connection geometry.

The HV-CONNEX cable connection system means plug-in  
joint boxes for various geometric configurations can be 
assembled using fewer components. The advantage of these 
joint boxes is that the joint body is a single unit which is  
completely manu-factured and tested at the factory. Solutions  
of this kind bring enormous benefits if, for example, cables 
need to be bent back multiple times during the installation and 
conversion phase.

The HV-CONNEX pluggable bushing for sizes 5 and 6 can  
be used wherever overhead lines need to be connected to 
high-voltage equipment. The interface provides a HV-CONNEX 
socket. Commissioning involves a simple plugging procedure 
in every position.

HV-CONNEX Surge Arresters size 4 are used to protect metal 
clad switchgear (GIS) and transformers equipped with  
HV-CONNEX sockets size 4 (with or without a voltage tap).  
The surge arrester is directly connected to the switchgear 
or the transformer and prevents inadmissibly high, incoming 
surges. It is particularly effective in limiting surges caused  
by reflected traveling waves.

�*�,�6���(�T�X�L�S�P�H�Q�W

�7�U�D�Q�V�I�R�U�P�H�U�V

�3�O�X�J���L�Q���-�R�L�Q�W���%�R�[�H�V

�+�9���&�2�1�1�(�;���6�X�U�J�H���$�U�U�H�V�W�H�U

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���%�X�V�K�L�Q�J
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�+�9���&�2�1�1�(�;���6�H�S�D�U�D�E�O�H���&�R�Q�Q�H�F�W�R�U�V���6�L�]�H���������������6�� 
�7�H�F�K�Q�L�F�D�O���'�D�W�D���D�Q�G���6�L�]�H���&�O�D�V�V�L�¿�F�D�W�L�R�Q���/�L�V�W

�6�L�]�H 4 5 6 6-S

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H �8�P�����N�9�� 72.5 145 170 245

�1�R�P�L�Q�D�O���Y�R�O�W�D�J�H �8�Q�����N�9�� 60 - 69 132 - 138 150 - 161 220 - 230

�&�R�Q�G�X�F�W�R�U���(�D�U�W�K���9�R�O�W�D�J�H �80�����N�9�� 36 76 87 127

�0�D�[�����F�X�U�U�H�Q�W���U�D�W�L�Q�J���I�R�U���F�D�E�O�H��
�D�F�F�H�V�V�R�U�\������

IN�����$�� 2500 2500 2500 2500

�0�D�[�����F�X�U�U�H�Q�W���U�D�W�L�Q�J���I�R�U��
�W�U�D�Q�V�I�R�U�P�H�U���D�S�S�O�L�F�D�W�L�R�Q������

I�5�����$�� 2000 2000 2000 2000

�&�U�R�V�V���V�H�F�W�L�R�Q���U�D�Q�J�H������������ ���P�P2�� 95 - 1600 95 - 1600 240 - 2500 240 - 2500

�0�L�Q�����F�R�Q�G�X�F�W�R�U���G�L�D�P�H�W�H�U������������ �‘�����P�P�� 9.3 9.3 15.3 15.3

�0�D�[�����F�R�Q�G�X�F�W�R�U���G�L�D�P�H�W�H�U������������ �‘�����P�P�� 50.4 50.4 64.9 64.9

�0�L�Q�����G�L�D�P�H�W�H�U���R�Y�H�U��
�L�Q�V�X�O�D�W�L�R�Q������

�‘�����P�P�� 33.0 36.0 53.0 53.0

�0�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U�� 
�L�Q�V�X�O�D�W�L�R�Q������

�‘�����P�P�� 75.0 76.0 110.5 110.5

�*�U�R�V�V���Z�H�L�J�K�W���S�H�U�� 
�S�D�F�N�L�Q�J���X�Q�L�W������

���N�J�� 12.0 18.0 27.0 27.0

�5�D�W�H�G���S�R�Z�H�U���I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H

�����P�L�Q�����N�9�� 140 275 325 460

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H���D�W�������[���80 ���S�&�� �”���� �”���� �”���� �”����

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J���L�P�S�X�O�V�H
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H�����%�,�/��

���N�9�� 325 650 750 1050

�'�&���Y�R�O�W�D�J�H���W�H�V�W �������P�L�Q�������[���80�����N�9��144 304 348 508

�5�D�W�H�G���V�K�R�U�W���W�L�P�H�� 
�Z�L�W�K�V�W�D�Q�G���F�X�U�U�H�Q�W

�����V�����N�$�� 50 50 50 50

�5�D�W�H�G���S�H�D�N���Z�L�W�K�V�W�D�Q�G�� 
�F�X�U�U�H�Q�W

���N�$�� 125 125 125 125

1) depending on the cable that is used 
2)  Cross section is for reference only.  

�$�F�W�X�D�O���Y�D�O�X�H���L�V���O�L�P�L�W�H�G���E�\���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U���F�R�Q�G�X�F�W�R�U���D�Q�G���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U���L�Q�V�X�O�D�W�L�R�Q���� 
(1 inch = 25.4 mm; 1 square inch = 645.16 mm²) 

3)  Values are vor RM (round circular).  
�5�(�����U�R�X�Q�G���V�R�O�L�G�����D�Q�G���5�)�����U�R�X�Q�G���V�X�S�H�U�À�H�[�L�E�O�H���V�W�U�D�Q�G�H�G�����X�S�R�Q���U�H�T�X�H�V�W����

4) The total range is covered by different components. 
5)  Packaging unit PU = 1 piece;  

Weight is just a guide value, depends on version
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�)�R�U�P���W�R���G�H�W�H�U�P�L�Q�H���+�9���&�2�1�1�(�;���6�H�S�D�U�D�E�O�H���&�R�Q�Q�H�F�W�R�U�V

�&�R�P�S�D�Q�\������ �1�D�P�H����

�7�H�O�H�S�K�R�Q�H������ �'�D�W�H����

�(���0�D�L�O������ �6�L�J�Q�D�W�X�U�H���� 

�&�D�E�O�H���P�D�Q�X�I�D�F�W�X�U�H�U������ �&�D�E�O�H���W�\�S�H����

�6�L�]�H���R�I���V�R�F�N�H�W����    Size 4          Size 5          Size 6          Size 6-S   

�$�S�S�O�L�F�D�W�L�R�Q����       Indoor          Outdoor  �����������������2�I�I�V�K�R�U�H�����V�D�O�W�Z�D�W�H�U���S�U�R�R�I���V�R�L�O���U�H�V�L�V�W�D�Q�W������ 

�,�Q�V�W�D�O�O�D�W�L�R�Q���S�R�V�L�W�L�R�Q��     vertical installation from above          others   

�(�Q�Y�L�U�R�Q�P�H�Q�W�D�O���F�R�Q�G�L�W�L�R�Q�V       Lowest temperature:      down to - 25°C          - 25°C down to - 50°C   
�D�W���D�V�V�H�P�E�O�\���V�L�W�H��  Altitude (above NN):      up to 2500 m          over 2500 m   

�9�R�O�W�D�J�H�V��        U0 _______ kV           UN _______ kV           UM _______ kV      

�*�U�R�X�Q�G�L�Q�J���(�D�U�W�K�L�Q�J:     solid (standard)          insulated (for Linkbox)   

�&�D�E�O�H���V�K�H�D�W�K���W�H�V�W����       _______ kV 

�6�K�R�U�W���F�L�U�F�X�L�W���F�X�U�U�H�Q�W���������������� �����V�H�F�����V�K�R�U�W���F�L�U�F�X�L�W���F�X�U�U�H�Q�W���V�F�U�H�H�Q���V�K�H�D�W�K���B�B�B�B�B�B�B���N�$��

Diameter (mm)

Cross section (mm2)

Section thickness (mm)

  stranded circular RM 

 stranded circular, segment RMS 

 solid circular RE 

���V�X�S�H�U�À�H�[�L�E�O�H���V�W�U�D�Q�G�H�G���5�)��

XLPE 

EPR 

fully bonded 

easy strip 

�$�O�����&�X���Z�L�U�H��

�$�O�����&�X���E�D�Q�G��

Lead sheath 

Al-corr sheath 

Cu-corr sheath 

Fibre optic cable 

�$�O�����&�X���Z�L�U�H��

�$�O�����&�X���E�D�Q�G��

 Steel wire 

Steel band 

Lead sheath 

Al-corr sheath 

Cu-corr sheath 

Inner sheath. 

Al-foil 

Cu-foil  

Fibre optic cable 

�$�O�����&�X���Z�L�U�H��

�$�O�����&�X���E�D�Q�G��

Steel wire 

Steel band 

Lead sheath 

Al-corr sheath 

Cu-corr sheath 

Inner sheath 

Al-foil 

Cu-foil  

PE 

PVC 
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
�+

�9
���

&
�2

�1
�1

�(
�;�

��3
�O

�X
�J

�J
�D

�E
�O

�H
���

&
�R

�Q
�Q

�H
�F

�W
�L

�R
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III

�)�R�U�P���W�R���G�H�W�H�U�P�L�Q�H���+�9���W�H�V�W���O�H�D�G���D�Q�G���F�R�Q�Q�H�F�W�L�Q�J���F�D�E�O�H

L

LA LB

CONNEX

ESF

end-cap 

�&�R�P�S�D�Q�\���������������������������������� �1�D�P�H��

�7�H�O�H�S�K�R�Q�H���������������������������������� �'�D�W�H��

�(���0�D�L�O���������������������������������� �6�L�J�Q�D�W�X�U�H��

�$�S�S�O�L�F�D�W�L�R�Q������������ �������� �� �,�Q�G�R�R�U�������2�X�W�G�R�R�U���������������������2�I�I�V�K�R�U�H�����V�D�O�W�Z�D�W�H�U���S�U�R�R�I���V�R�L�O���U�H�V�L�V�W�D�Q�W������ 

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H�����%�,�/������          72,5 kV (325 kV)          145 kV (650 kV)          170 kV (750 kV)          245 kV (1050 kV)   

    _______ kV ( _______ kV)   

�&�D�E�O�H���F�U�R�V�V���V�H�F�W�L�R�Q������������������������ ���������P�P�ð���5�0�����������N�9�����������������������������P�P�ð���5�)�����������N�9����        ___________  

�/�H�Q�J�W�K���R�I���W�H�V�W���D�Q�G��
�F�R�Q�Q�H�F�W�L�Q�J���F�D�E�O�H���� ��          L = _______ m (0,1 m Stufung) 

�'�L�H�O�H�F�W�U�L�F���U�R�X�W�L�Q�H���W�H�V�W�� ��������according to IEC 60137 (Transformer)        according to IEC 60840 alt. IEC 62067 (Cable System)   

�
���3�K�D�V�H���G�H�V�F�U�L�S�W�L�R�Q����          L1          L2          L3          N-Conductor          None   

�6�L�G�H���$��

 CONNEX Size 4 (up to 72,5 kV)    

 CONNEX Size 5 (up to 145 kV)    

 CONNEX Size 6 (up to 170 kV)    

 CONNEX Size 6-S (up to 245 kV)    

 Outdoor termination ESF (up to 72,5 kV)    

 Outdoor termination ESF (up to 145 kV)    

 Outdoor termination ESF (up to 170 kV)    

 end-cap (not voltage proof)    

�&�D�E�O�H���V�K�L�H�O�G���$����

Length cable shield LA = _______ m   

�6�L�G�H���%��

 CONNEX Size 4 (up to 72,5 kV)    

 CONNEX Size 5 (up to 145 kV)    

 CONNEX Size 6 (up to 170 kV)    

 CONNEX Size 6-S (up to 245 kV)    

 Outdoor termination ESF (up to 72,5 kV)    

 Outdoor termination ESF (up to 145 kV)    

 Outdoor termination ESF (up to 170 kV)    

 end-cap (not voltage proof)    

�&�D�E�O�H���V�K�L�H�O�G���%����

Length cable shield LB = _______ m   

�6�L�G�H���$ �6�L�G�H���%
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�1�R�� �9�H�U�V�L�R�Q������ �1�R�P�L�Q�D�O�� 
�Y�R�O�W�D�J�H������

�&�U�R�V�V���V�H�F�W�L�R�Q��
�U�D�Q�J�H������������

�&�R�Q�G�X�F�W�R�U��
�G�L�D�P�H�W�H�U������������

�'�L�D�P�H�W�H�U���R�Y�H�U��
�L�Q�V�X�O�D�W�L�R�Q

IN�����$�� ���P�P2�� �‘�����P�P�� �‘�����P�P��

���������������������� XXXX 2500 95 - 1600 9.3 - 50.4 33.0 - 75.0
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�+�9���&�2�1�1�(�;���6�H�S�D�U�D�E�O�H���&�R�Q�Q�H�F�W�R�U�V�����6�L�]�H���������X�S���W�R�������������N�9
�7�K�H���I�R�O�O�R�Z�L�Q�J���R�S�W�L�R�Q�V���D�U�H���D�Y�D�L�O�D�E�O�H���E�X�W���P�X�V�W���E�H���V�S�H�F�L�¿�H�G���Z�K�H�Q���R�U�G�H�U�L�Q�J��

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H
The standard components are designed for a temperature down to -25°C. A special low 
temperature grease is used for ambient conditions involving temperatures below -25°C.

�2�I�I�V�K�R�U�H
Components with corresponding material properties are used for offshore applications.

�,�Q�V�X�O�D�W�H�G���F�D�E�O�H���V�K�L�H�O�G
�)�R�U���L�Q�V�X�O�D�W�H�G���Q�H�W�Z�R�U�N�V���D�Q�G���X�V�D�J�H���R�I���D���/�L�Q�N���%�R�[�����$���W�R�X�F�K���S�U�R�R�I���V�\�V�W�H�P���D�Q�G���À�H�[�L�E�L�O�L�W�\���Z�H�U�H��
the main approach.

�,�P�S�R�U�W�D�Q�W��
Special tools are required for the assembly of HV-CONNEX separable connectors size 4 
(see assembly accessories).

1)  Individual article number determined according to actual cable dimensions (see page 39: 
Form to determine HV-CONNEX Separable Connectors). 

2) depending on the cable that is used 
3)  Cross section is for reference only.  

�$�F�W�X�D�O���Y�D�O�X�H���L�V���O�L�P�L�W�H�G���E�\���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U���F�R�Q�G�X�F�W�R�U���D�Q�G���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U��
over insulation.  
(1 inch = 25.4 mm; 1 square inch = 645.16 mm²)

4)  Values are vor RM (round circular).  
�5�(�����U�R�X�Q�G���V�R�O�L�G�����D�Q�G���5�)�����U�R�X�Q�G���V�X�S�H�U�À�H�[�L�E�O�H���V�W�U�D�Q�G�H�G�����X�S�R�Q���U�H�T�X�H�V�W��

5) The total range is covered by different components.
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H��
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0001 — 310 17.8

���������������������� 0002 approx. 5 310 16.0

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�+�9���&�2�1�1�(�;���6�R�F�N�H�W�V���I�R�U���*�,�6�����6�L�]�H���������X�S���W�R�������������N�9

For installation in gas-insulated switchgears, switchgears, joint boxes and other 
devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
for adjusting the length of terminations to relevant standards.

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U���G�U�\���W�H�U�P�L�Q�D�W�L�R�Q�V����
�6�L�]�H����
�7�K�H�V�H���Y�H�U�V�L�R�Q�V���D�O�O�R�Z���I�R�U���Y�H�U�\���V�P�D�O�O���F�D�E�O�H���F�R�Q�Q�H�F�W�L�R�Q���V�S�D�F�H�V���D�Q�G���W�K�H�U�H�I�R�U�H���D�O�V�R���D���V�L�J�Q�L�¿-
cant reduction in the amount of SF6 gas needed. 

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\����
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���)�D�V�W�H�Q�L�Q�J�V
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H�� 
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0003 — 583 24.5

���������������������� 0004 approx. 5 583 22.1

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %
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�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U��
�À�X�L�G���¿�O�O�H�G���W�H�U�P�L�Q�D�W�L�R�Q�V�����6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0001 — 310 18.3

���������������������� 0002 approx. 5 310 16.5

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�+�9���&�2�1�1�(�;���6�R�F�N�H�W�V���I�R�U���W�U�D�Q�V�I�R�U�P�H�U�V�����6�L�]�H���������X�S���W�R�������������N�9

For installation in transformers, E-coils, joint boxes and other oil-insulated devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
for adjusting the length of terminations to relevant standards.

�&�R�U�R�Q�D���V�K�L�H�O�G
Protects against sharp-edged areas of the connection system.

�7�D�N�H���R�I�I���E�R�O�W
optional; must be ordered separately. Included in scope of delivery of transformer  
�P�D�Q�X�I�D�F�W�X�U�H�U���D�V���V�S�H�F�L�¿�H�G���L�Q���V�W�D�Q�G�D�U�G�����,�Q�G�L�Y�L�G�X�D�O���G�H�V�L�J�Q�V���F�D�Q���E�H���G�H�O�L�Y�H�U�H�G���X�S�R�Q���U�H�T�X�H�V�W��

�3�O�H�D�V�H���Q�R�W�H�� When using a HV-CONNEX separable connector, the maximum temperature 
�R�I���W�K�H���V�X�U�U�R�X�Q�G�L�Q�J���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���P�X�V�W���Q�R�W���H�[�F�H�H�G���W�K�H���P�D�[�L�P�X�P���W�H�P�S�H�U�D�W�X�U�H���D�G�P�L�V�V�L�E�O�H��
for cable insulation.

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���'�,�1���9�'�(���������������6�L�]�H����
These versions allow for very small cable connection spaces and therefore also a  
�V�L�J�Q�L�¿�F�D�Q�W���U�H�G�X�F�W�L�R�Q���L�Q���W�K�H���D�P�R�X�Q�W���R�I���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���Q�H�H�G�H�G����

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0003 — 583 24.9

���������������������� 0004 approx. 5 583 23.1

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���(�1�����������������I�R�U���F�R�Q�Y�H�Q�W�L�R�Q�D�O��
�W�H�U�P�L�Q�D�W�L�R�Q�V�����6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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III

�+�9���&�2�1�1�(�;���6�X�U�J�H���$�U�U�H�V�W�H�U�����6�L�]�H����

HV-CONNEX Surge Arresters size 4 are used to protect metal clad switchgears (GIS) 
and transformers equipped with HV-CONNEX sockets size 4 (with or without a voltage 
tap). The surge arrester is directly connected to the switchgear or the transformer and 
prevents inadmissibly high incoming surges. It is particularly effective in limiting surges 
�F�D�X�V�H�G���E�\���U�H�À�H�F�W�H�G�����W�U�D�Y�H�O�L�Q�J���Z�D�Y�H�V����

�7�H�F�K�Q�L�F�D�O���G�D�W�D��
�5�D�W�H�G���G�L�V�F�K�D�U�J�H���V�X�U�J�H���F�X�U�U�H�Q�W���������N�$���������������V��
Higher short-circuit current 40  kA, 0.2s 
�+�L�J�K���V�X�U�J�H���F�X�U�U�H�Q�W��� �����������N�$���������������V
�/�R�Q�J���Z�D�Y�H���S�H�D�N���F�X�U�U�H�Q�W��� �����������$���������������V��
Line discharge class 2 
�(�Q�H�U�J�\���D�E�V�R�U�S�W�L�R�Q���F�D�S�D�F�L�W�\���������������N�-�������N�9Ur

Weight: approx. 40 kg
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�6�X�U�J�H���$�U�U�H�V�W�H�U�����6�L�]�H�������I�R�U���*�,�6

�1�R�� �0�D�[�����U�D�W�H�G��
�Y�R�O�W�D�J�H

Max. 
�F�R�Q�W�L�Q�X�R�X�V��
�U�D�W�L�Q�J

�7�H�P�S�R�U�D�U�\��
�V�X�U�J�H

Max.  
�U�H�V�L�G�X�D�O��
�Y�R�O�W�D�J�H��
�8�U�H�V���D�W

�8�U�����N�9�� �8�F�����N�9�� �8�7�2�9�����V��

���N�9��
�8�7�2�9�������V��

���N�9��
�����������V��
�������N�$�����N�9��

�������������V��
�����N�$�����N�9��

�������������V��
�������N�$�����N�9��

�������������V��
�������N�$�����N�9��

���������������V��
���������$�����N�9��

���������������V��
���������$�����N�9��

���������������������� 45.0 36 48.2 46.4 132 112 119.9 136 88 94

���������������������� 52.5 42 56.2 54.1 154 131 139.9 159 103 109

���������������������� 61.3 49 65.6 63.1 179 152 163.2 185 120 127

���������������������� 65.0 52 69.6 67,0 190 162 173.2 196 127 135

���������������������� 72.5 58 77.6 74.7 212 180 193.2 219 142 151

�6�X�U�J�H���$�U�U�H�V�W�H�U�����6�L�]�H�������I�R�U���7�U�D�Q�V�I�R�U�P�D�W�R�U

�1�R�� �0�D�[�����U�D�W�H�G��
�Y�R�O�W�D�J�H

Max. 
�F�R�Q�W�L�Q�X�R�X�V��
�U�D�W�L�Q�J

�7�H�P�S�R�U�D�U�\��
�V�X�U�J�H

Max.  
�U�H�V�L�G�X�D�O��
�Y�R�O�W�D�J�H��
�8�U�H�V���D�W

�8�U�����N�9�� �8�F�����N�9�� �8�7�2�9�����V��

���N�9��
�8�7�2�9�������V��

���N�9��
�����������V��
�������N�$�����N�9��

�������������V��
�����N�$�����N�9��

�������������V��
�������N�$�����N�9��

�������������V��
�������N�$�����N�9��

���������������V��
���������$�����N�9��

���������������V��
���������$�����N�9��

���������������������� 45.0 36 48.2 46.4 132 112 119.9 136 88 94

���������������������� 52.5 42 56.2 54.1 154 131 139.9 159 103 109

���������������������� 61.3 49 65.6 63.1 179 152 163.2 185 120 127

���������������������� 65.0 52 69.6 67,0 190 162 173.2 196 127 135

���������������������� 72.5 58 77.6 74.7 212 180 193.2 219 142 151



47�Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �%�R�O�W���V�L�]�H �&�U�R�V�V���V�H�F�W�L�R�Q�D�O���U�D�Q�J�H

���P�P�� ���P�P2��

���������������������� M30 x 1,5 240 - 630

���������������������� M42 x 1,5 800 - 1200

���������������������� M52 x 2 �”����������

���������������������� 52 x 15 240 - 630

III

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�7�D�N�H���R�I�I���E�R�O�W
Optional. Conforming to EN 50299 included in scope of delivery of transformer 
manufacturer. 
Material: Aluminium, silver-plated
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�'�X�P�P�\���3�O�X�J�����6�L�]�H����
For sealing and voltage-proof closing of HV-CONNEX sockets.

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 5.0
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�1�R�� �0�D�Q�R�P�H�W�H�U

���������������������� with

���������������������� without

�1�R�� �'�L�D�P�H�W�H�U �:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� 200 1.1

�1�R�� �9�H�U�V�L�R�Q������ �5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O�� 
�G�L�V�F�K�D�U�J�H

�/�H�Q�J�W�K �6�W�D�Q�G�D�U�G�V

�����P�L�Q�����N�9�� ���N�9�� ���S�&�� ���P��

���������������������� XXXX 140 325 �������N�9���”�������S�& min. 2,5 IEC60137

���������������������� XXXX 90 (30 min) — �������N�9���”�������S�& min. 2,5 IEC60840

1�������,�Q�G�L�Y�L�G�X�D�O���D�U�W�L�F�O�H���Q�X�P�E�H�U���G�H�W�H�U�P�L�Q�H�G���Z�L�W�K���D���S�U�R�G�X�F�W���F�R�Q�¿�J�X�U�D�W�R�U���E�D�V�H�G���R�Q���F�X�V�W�R�P�H�U�� 
requests (see page 40: Form to determine HV test lead and connecting cable).
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�*�D�V���L�Q�V�X�O�D�W�H�G���%�O�L�Q�G���&�R�Y�H�U�����6�L�]�H����
For voltage-proof sealing of HV-CONNEX sockes with SF6 gas.

�&�R�Y�H�U���'�L�V�N�����6�L�]�H����
Not voltage-proof!
For protecting open HV-CONNEX sockets (e.g. transportation).  
Dust-proof and water-tight.

�7�H�V�W���O�H�D�G�����6�L�]�H����
�7�K�H���F�D�E�O�H���Z�L�W�K���À�H�[�L�E�O�H���R�X�W�G�R�R�U���W�H�U�P�L�Q�D�W�L�R�Q���F�D�Q���E�H���X�V�H�G���I�R�U���H�O�H�F�W�U�L�F�D�O���W�H�V�W�V���R�Q���H�T�X�L�S�P�H�Q�W��
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

Other cable lengths and connecting cables with two CONNEX separable connectors 
available on request.

�7�K�H���V�S�H�F�L�¿�H�G���Y�D�O�X�H�V���D�U�H���P�D�[�L�P�X�P���W�H�V�W�L�Q�J���Y�D�O�X�H�V���W�K�D�W���Z�L�O�O���U�H�V�X�O�W���L�Q���L�Q�F�U�H�D�V�H�G���Z�H�D�U���Z�K�H�Q��
used as a testing cable, thus decreasing the expected service life.



49�Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �1�R�P�L�Q�D�O��
�Y�R�O�W�D�J�H

�0�D�[�����W�H�V�W�L�Q�J��
�Y�R�O�W�D�J�H

A B C D

IN�����$�� �8�P�����N�9�� ���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 1600 5 177 40 301 435

�(�D�U�W�K�L�Q�J���D�Q�G���6�K�R�U�W���F�L�U�F�X�L�W���'�H�Y�L�F�H�V���I�R�U���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��
�6�L�]�H����
�7�K�H�V�H���G�H�Y�L�F�H�V���D�U�H���X�V�H�G���W�R���H�D�U�W�K���D�Q�G���V�K�R�U�W���F�L�U�F�X�L�W���H�T�X�L�S�P�H�Q�W���¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;��
sockets (e. g. switchgear, transformers etc.).

�1�R�� A B C D �:�H�L�J�K�W

���P�P�� ���P�P�� ���P�P�� ���P�P�� ���N�J��

���������������������� 177 40 301 435 10.5

III
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�&�X�U�U�H�Q�W���7�H�V�W�L�Q�J���3�O�X�J�����6�L�]�H����
This plug is used to carry out current tests on switchgear, transformers, transducers etc. 
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��
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�1�R�� A B C L �:�H�L�J�K�W

���P�P�� ���P�P�� ���P�P�� ���P�P�� ���N�J��

���������������������� 210 240 97 375 5.7

�3�U�R�W�H�F�W�L�Y�H���F�D�S�����6�L�]�H����
For protecting the insulating part and contact system of bushing, test lead and mounted 
HV-CONNEX separable connector.
�v���Q�R�W���V�X�U�J�H���S�U�R�R�I
�v���P�D�G�H���R�I���S�O�D�V�W�L�F
�v���Z�L�W�K���R���U�L�Q�J���V�H�D�O�����W�K�H�U�H�I�R�U�H���G�X�V�W���S�U�R�R�I���D�Q�G���Z�D�W�H�U���W�L�J�K�W

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 3.4
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�(�D�U�W�K�L�Q�J���&�D�S�����6�L�]�H����
This device is used to earth and short circuit unplugged HV-CONNEX separable 
connectors.
�v���Z�D�W�H�U�S�U�R�R�I

For protection of unplugged HV-CONNEX separable connectors against damage 
and dirt.
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�1�R�� Max. 
�R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�:�L�G�W�K �/�H�Q�J�W�K �:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���P�P�� ���P�P�� ���N�J��

���������������������� 72.5 140 325 400 1050 173.0

III

�6
�L

�]�
H

���
�

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�+�9���&�2�1�1�(�;���-�R�L�Q�W�����6�L�]�H����
HV-CONNEX joint for testing and connecting cables terminated with HV-CONNEX  
separable connectors. 

Insulation medium: SF6 gas

The joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers. Voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C.
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�1�R�� Max. 
�R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�:�L�G�W�K �/�H�Q�J�W�K �:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���P�P�� ���P�P�� ���N�J��

���������������������� 72.5 140 325 780 1410 600.0
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�+�9���&�2�1�1�(�;���7���-�R�L�Q�W�����6�L�]�H����
HV-CONNEX T-Joint for branching cables terminated with HV-CONNEX separable  
connectors.

Insulation medium: SF6 gas

The T-joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers; voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C.

�3�R�V�V�L�E�O�H���D�S�S�O�L�F�D�W�L�R�Q�V��
�v���3�O�X�J�J�D�E�O�H���E�U�D�Q�F�K�L�Q�J���M�R�L�Q�W���I�R�U���+�9���F�D�E�O�H�V
�v�����8�Q�L�Y�H�U�V�D�O���D�S�S�O�L�F�D�W�L�R�Q���R�S�W�L�R�Q�V���� 

T-branching of one plastic-insulated cable to two plastic-insulated cables or a overhead    
line to two plastic-insulated cables

�3�U�R�S�H�U�W�L�H�V��
�v���0�H�W�D�O���F�O�D�G
�v���)�X�O�O�\���L�Q�V�X�O�D�W�H�G
�v���+�L�J�K���V�K�R�U�W���F�L�U�F�X�L�W���V�W�U�H�Q�J�W�K
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H
�v���)�R�U���R�X�W�G�R�R�U���X�V�H
�v���,�3����
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H���J�D�V���G�H�Q�V�L�W�\���P�R�Q�L�W�R�U�����P�D�Q�R�P�H�W�H�U�����Z�L�W�K���U�H�P�R�W�H���P�R�Q�L�W�R�U�L�Q�J���R�S�W�L�R�Q
�v���%�X�U�V�W�L�Q�J���G�L�V�F
�v���,�Q�V�X�O�D�W�L�R�Q���P�H�G�L�X�P���6�)6

�v���7�h�9���W�H�V�W�H�G���M�R�L�Q�W���K�R�X�V�L�Q�J�����7�h�9���L�V���J�H�U�P�D�Q���7�H�F�K�Q�L�F�D�O���,�Q�V�S�H�F�W�L�R�Q���$�V�V�R�F�L�D�W�L�R�Q��
�v���'�L�I�I�H�U�H�Q�W���V�L�]�H�V���F�D�Q���E�H���F�R�P�E�L�Q�H�G���R�Q���U�H�T�X�H�V�W
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�,�P�S�R�U�W�D�Q�W��
Special tools are required for the assembly of HV-CONNEX separable connectors size 5 
(see assembly accessories).

�1�R�� �9�H�U�V�L�R�Q������ �1�R�P�L�Q�D�O��
�Y�R�O�W�D�J�H������

�&�U�R�V�V���V�H�F�W�L�R�Q��
�U�D�Q�J�H������������

�&�R�Q�G�X�F�W�R�U��
�G�L�D�P�H�W�H�U������������

�'�L�D�P�H�W�H�U���R�Y�H�U��
�L�Q�V�X�O�D�W�L�R�Q

IN�����$�� ���P�P2�� �‘�����P�P�� �‘�����P�P��

���������������������� XXXX 2500 95 - 1600 9.3 - 50.4 33.0 - 76.0

1)  Individual article number determined according to actual cable dimensions (see page 39: 
Form to determine HV-CONNEX Separable Connectors).

2) depending on the cable that is used 
3)  Cross section is for reference only.  

�$�F�W�X�D�O���Y�D�O�X�H���L�V���O�L�P�L�W�H�G���E�\���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U���F�R�Q�G�X�F�W�R�U���D�Q�G���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U�� 
over insulation.  
(1 inch = 25.4 mm; 1 square inch = 645.16 mm²) 

4)  Values are vor RM (round circular).  
�5�(�����U�R�X�Q�G���V�R�O�L�G�����D�Q�G���5�)�����U�R�X�Q�G���V�X�S�H�U�À�H�[�L�E�O�H���V�W�U�D�Q�G�H�G�����X�S�R�Q���U�H�T�X�H�V�W����

5) The total range is covered by different components.
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�+�9���&�2�1�1�(�;���6�H�S�D�U�D�E�O�H���&�R�Q�Q�H�F�W�R�U�V�����6�L�]�H���������X�S���W�R�����������N�9
�7�K�H���I�R�O�O�R�Z�L�Q�J���R�S�W�L�R�Q�V���D�U�H���D�Y�D�L�O�D�E�O�H���E�X�W���P�X�V�W���E�H���V�S�H�F�L�¿�H�G���Z�K�H�Q���R�U�G�H�U�L�Q�J��

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H
The standard components are designed for a temperature down to -25°C. A special low 
temperature grease is used for ambient conditions involving temperatures below -25°C.

�2�I�I�V�K�R�U�H
Components with corresponding material properties are used for offshore applications.

�,�Q�V�X�O�D�W�H�G���F�D�E�O�H���V�K�L�H�O�G
�)�R�U���L�Q�V�X�O�D�W�H�G���Q�H�W�Z�R�U�N�V���D�Q�G���X�V�D�J�H���R�I���D���/�L�Q�N���%�R�[�����$���W�R�X�F�K���S�U�R�R�I���V�\�V�W�H�P���D�Q�G���À�H�[�L�E�L�O�L�W�\���Z�H�U�H��
the main approach.
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0001 — 410 24.2

���������������������� 0002 approx. 3 410 24.2

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�+�9���&�2�1�1�(�;���6�R�F�N�H�W�V���I�R�U���*�,�6�����6�L�]�H���������X�S���W�R�����������N�9

For installation in gas-insulated switchgears, switchgears, joint boxes and other 
devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
for adjusting the length of terminations to relevant standards.

�'�L�P�H�Q�V�L�R�Q�V���I�R�U���F�R�P�S�D�F�W���G�H�V�L�J�Q�����6�L�]�H����
These versions allow for very small cable connection spaces and therefore also a 
�V�L�J�Q�L�¿�F�D�Q�W���U�H�G�X�F�W�L�R�Q���L�Q���W�K�H���D�P�R�X�Q�W���R�I���6�)6 gas needed. 

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���)�D�V�W�H�Q�L�Q�J�V
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55�Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0003 — 470 25.7

���������������������� 0004 approx. 3 470 25.8

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U���G�U�\���W�\�S�H��
�W�H�U�P�L�Q�D�W�L�R�Q�����6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V
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56 �Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0005 — 757 32.5

���������������������� 0006 approx. 3 757 32.6

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U���À�X�L�G���¿�O�O�H�G��
�W�H�U�P�L�Q�D�W�L�R�Q�����6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V
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57�Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0001 — 410 24.6

���������������������� 0002 approx. 3 410 24.7

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

For installation in transformers, E-coils, joint boxes and other oil-insulated devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
for adjusting the length of terminations to relevant standards.

�&�R�U�R�Q�D���V�K�L�H�O�G
Protects against sharp-edged areas of the connection system.

�7�D�N�H���R�I�I���E�R�O�W
optional; must be ordered separately. Included in scope of delivery of transformer manu-
�I�D�F�W�X�U�H�U���D�V���V�S�H�F�L�¿�H�G���L�Q���V�W�D�Q�G�D�U�G�����,�Q�G�L�Y�L�G�X�D�O���G�H�V�L�J�Q�V���F�D�Q���E�H���G�H�O�L�Y�H�U�H�G���X�S�R�Q���U�H�T�X�H�V�W��

�3�O�H�D�V�H���Q�R�W�H�� When using a HV-CONNEX separable connector, the maximum temperature 
�R�I���W�K�H���V�X�U�U�R�X�Q�G�L�Q�J���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���P�X�V�W���Q�R�W���H�[�F�H�H�G���W�K�H���P�D�[�L�P�X�P�� 
temperature admissible for cable insulation.

�'�L�P�H�Q�V�L�R�Q�V���I�R�U���F�R�P�S�D�F�W���G�H�V�L�J�Q�����6�L�]�H����
These versions allow for very small cable connection spaces and therefore also a 
�V�L�J�Q�L�¿�F�D�Q�W���U�H�G�X�F�W�L�R�Q���L�Q���W�K�H���D�P�R�X�Q�W���R�I���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���Q�H�H�G�H�G����

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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58 �Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0003 — 470 26.2

���������������������� 0004 approx. 3 470 26.2

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���'�,�1���9�'�(����������
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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59�Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0005 — 757 33.0

���������������������� 0006 approx. 3 757 33.0

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���(�1���������������I�R�U���F�R�Q�Y�H�Q�W�L�R�Q�D�O��
�W�H�U�P�L�Q�D�W�L�R�Q�V
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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60 �Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �%�R�O�W���V�L�]�H �&�U�R�V�V���V�H�F�W�L�R�Q�D�O���U�D�Q�J�H

���P�P�� ���P�P2��

���������������������� M30 x 1,5 240 - 630

���������������������� M42 x 1,5 800 - 1200

���������������������� M52 x 2 �”����������

���������������������� 52 x 15 240 - 630

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 7.7

III

�7�D�N�H���R�I�I���E�R�O�W
Optional. 
Conforming to EN 50299 included in scope of delivery of transformer manufacturer. 
Material: Aluminium, silver-plated

�'�X�P�P�\���3�O�X�J�����6�L�]�H����
For voltage-proof sealing of HV-CONNEX sockets.
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61�Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �0�D�Q�R�P�H�W�H�U

���������������������� with

���������������������� without

�1�R�� �'�L�D�P�H�W�H�U �:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� 230 2.9

�1�R�� �9�H�U�V�L�R�Q������ �5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H �/�H�Q�J�W�K �6�W�D�Q�G�D�U�G�V

�����P�L�Q�����N�9�� ���N�9�� ���S�&�� ���P��

���������������������� XXXX 275 650 ���������N�9���”�������S�& min. 3 IEC60137

���������������������� XXXX 190 (30 min) — ���������N�9���”�������S�& min. 3 IEC60840

1�������,�Q�G�L�Y�L�G�X�D�O���D�U�W�L�F�O�H���Q�X�P�E�H�U���G�H�W�H�U�P�L�Q�H�G���Z�L�W�K���D���S�U�R�G�X�F�W���F�R�Q�¿�J�X�U�D�W�R�U���E�D�V�H�G���R�Q���F�X�V�W�R�P�H�U�� 
requests (see page 40: Form to determine HV test lead and connecting cable).

III

�*�D�V���L�Q�V�X�O�D�W�H�G���%�O�L�Q�G���&�R�Y�H�U�����6�L�]�H����
For voltage-proof sealing of HV-CONNEX sockets with SF6 gas.

�&�R�Y�H�U���'�L�V�N�����6�L�]�H����
Not voltage-proof!
For protecting open HV-CONNEX sockets (e.g. transportation).
Dust-proof and water-tight.

�7�H�V�W���O�H�D�G�����6�L�]�H����
�7�K�H���F�D�E�O�H���Z�L�W�K���À�H�[�L�E�O�H���R�X�W�G�R�R�U���W�H�U�P�L�Q�D�W�L�R�Q���F�D�Q���E�H���X�V�H�G���I�R�U���H�O�H�F�W�U�L�F�D�O���W�H�V�W�V���R�Q���H�T�X�L�S�P�H�Q�W��
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

Other cable lengths and connecting cables with two CONNEX separable connectors 
available on request.

�7�K�H���V�S�H�F�L�¿�H�G���Y�D�O�X�H�V���D�U�H���P�D�[�L�P�X�P���W�H�V�W�L�Q�J���Y�D�O�X�H�V���W�K�D�W���Z�L�O�O���U�H�V�X�O�W���L�Q���L�Q�F�U�H�D�V�H�G���Z�H�D�U���Z�K�H�Q��
used as a testing cable, thus decreasing the expected service life.
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62 �Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

1

2

�1�R�� �5�D�W�H�G��
�&�X�U�U�H�Q�W

�5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H��
�D�W�����������[���80

�&�U�H�H�S�D�J�H��
�G�L�V�W�D�Q�F�H

�:�H�L�J�K�W

I�U�����$�� �����P�L�Q�����N�9�� ���N�9�� ���S�&�� ���P�P�� ���N�J��

���������������������� 1250 275 650 ���������N�9���”���������S�&4495 85.0

���������������������� 1250 275 650 ���������N�9���”���������S�&1300 75.0

III

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���%�X�V�K�L�Q�J�����6�L�]�H����
HV-CONNEX pluggable bushings are used for permanent operation or for carrying out 
�Y�R�O�W�D�J�H���W�H�V�W�V���R�Q���H�T�X�L�S�P�H�Q�W���¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

The pluggable bushings are equipped with a capacitive voltage tap.

Use as a test bushing will result in increased wear, thus decreasing the expected 
service life.
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63�Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �1�R�P�L�Q�D�O��
�Y�R�O�W�D�J�H

�0�D�[�����W�H�V�W�L�Q�J��
�Y�R�O�W�D�J�H

A B C D

IN�����$�� �8�P�����N�9�� ���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 1600 5 188 40 416 550

�(�D�U�W�K�L�Q�J���D�Q�G���6�K�R�U�W���F�L�U�F�X�L�W���'�H�Y�L�F�H�V���I�R�U���+�9���&�2�1�1�(�;���6�R�F�N�H�W�V��
�6�L�]�H����
�7�K�H�V�H���G�H�Y�L�F�H�V���D�U�H���X�V�H�G���W�R���H�D�U�W�K���D�Q�G���V�K�R�U�W���F�L�U�F�X�L�W���H�T�X�L�S�P�H�Q�W���¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;��
sockets (e. g. switchgear, transformers etc.).

�1�R�� A B C D

���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 188 40 416 550

III

�&�X�U�U�H�Q�W���7�H�V�W�L�Q�J���3�O�X�J�����6�L�]�H����
This plug is used to carry out current tests on switchgear, transformers, transducers etc. 
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��
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64 �Z�Z�Z���S�¿�V�W�H�U�H�U���F�R�P

�1�R�� �:�H�L�J�K�W A B C L

���N�J�� ���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 6.5 220 355 97 490

�3�U�R�W�H�F�W�L�Y�H���F�D�S�����6�L�]�H����
For protecting the insulating part and contact system of bushing, test lead and mounted 
HV-CONNEX separable connector.
�v���Q�R�W���V�X�U�J�H���S�U�R�R�I
�v���P�D�G�H���R�I���S�O�D�V�W�L�F
�v���Z�L�W�K���R���U�L�Q�J���V�H�D�O�����W�K�H�U�H�I�R�U�H���G�X�V�W���S�U�R�R�I���D�Q�G���Z�D�W�H�U���W�L�J�K�W

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 7.9

III

�(�D�U�W�K�L�Q�J���&�D�S�����6�L�]�H����
This device is used to earth and short circuit unplugged HV-CONNEX separable  
connectors.
�v���Q�R�W���Y�R�O�W�D�J�H���S�U�R�R�I

For protection of unplugged HV-CONNEX separable connectors against damage  
and dirt.
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�1�R�� Max. 
�R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H�����%�,�/��

�:�L�G�W�K �/�H�Q�J�W�K �:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���P�P�� ���P�P�� ���N�J��

���������������������� 145 275 550 400 1275 193.0

III

�+�9���&�2�1�1�(�;���-�R�L�Q�W�����6�L�]�H����
HV-CONNEX joint for testing and connecting cables terminated with HV-CONNEX 
separable connectors. 

Insulation medium: SF6 gas

The joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers. Voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C.
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�1�R�� Max. 
�R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H��
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�:�L�G�W�K �/�H�Q�J�W�K �:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���P�P�� ���P�P�� ���N�J��

���������������������� 145 275 650 780 1630 665.0

III

�+�9���&�2�1�1�(�;���7���M�R�L�Q�W�����6�L�]�H����
HV-CONNEX T-joint for branching cables terminated with HV-CONNEX separable 
connectors.

Insulation medium: SF6 gas

The T-joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers; voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C.

�3�R�V�V�L�E�O�H���D�S�S�O�L�F�D�W�L�R�Q�V��
�v���3�O�X�J�J�D�E�O�H���E�U�D�Q�F�K�L�Q�J���M�R�L�Q�W���I�R�U���+�9���F�D�E�O�H�V
�v���8�Q�L�Y�H�U�V�D�O���D�S�S�O�L�F�D�W�L�R�Q���R�S�W�L�R�Q�V��
   T-branching of one plastic-insulated cable to two plastic-insulated cables or 
   a overhead line to two plastic-insulated cables

�3�U�R�S�H�U�W�L�H�V��
�v���0�H�W�D�O���F�O�D�G
�v���)�X�O�O�\���L�Q�V�X�O�D�W�H�G
�v���+�L�J�K���V�K�R�U�W���F�L�U�F�X�L�W���V�W�U�H�Q�J�W�K
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H
�v���)�R�U���R�X�W�G�R�R�U���X�V�H
�v���,�3����
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H���J�D�V���G�H�Q�V�L�W�\���P�R�Q�L�W�R�U�����P�D�Q�R�P�H�W�H�U�����Z�L�W�K���U�H�P�R�W�H���P�R�Q�L�W�R�U�L�Q�J���R�S�W�L�R�Q
�v���%�X�U�V�W�L�Q�J���G�L�V�F
�v���,�Q�V�X�O�D�W�L�R�Q���P�H�G�L�X�P���6�)6

�v���7�h�9���W�H�V�W�H�G���M�R�L�Q�W���K�R�X�V�L�Q�J�����7�h�9���L�V���J�H�U�P�D�Q���7�H�F�K�Q�L�F�D�O���,�Q�V�S�H�F�W�L�R�Q���$�V�V�R�F�L�D�W�L�R�Q��
�v���'�L�I�I�H�U�H�Q�W���V�L�]�H�V���F�D�Q���E�H���F�R�P�E�L�Q�H�G���R�Q���U�H�T�X�H�V�W
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�,�P�S�R�U�W�D�Q�W��
Special tools are required for the assembly of HV-CONNEX separable connectors size 6 
(see assembly accessories).

�1�R�� �9�H�U�V�L�R�Q������ �1�R�P�L�Q�D�O��
�Y�R�O�W�D�J�H������

�&�U�R�V�V���V�H�F�W�L�R�Q��
�U�D�Q�J�H������������

�&�R�Q�G�X�F�W�R�U��
�G�L�D�P�H�W�H�U������������

�'�L�D�P�H�W�H�U���R�Y�H�U��
�L�Q�V�X�O�D�W�L�R�Q

IN�����$�� ���P�P2�� �‘�����P�P�� �‘�����P�P��

���������������������� XXXX 2500 240 - 2500 15.3 - 64.9 53.0 - 110.5

1)  Individual article number determined according to actual cable dimensions (see page 39: 
Form to determine HV-CONNEX Separable Connectors)

2) depending on the cable that is used
3)  Cross section is for reference only.  

�$�F�W�X�D�O���Y�D�O�X�H���L�V���O�L�P�L�W�H�G���E�\���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U���F�R�Q�G�X�F�W�R�U���D�Q�G���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U�� 
over insulation.  
(1 inch = 25.4 mm; 1 square inch = 645.16 mm²)

4)  Values are vor RM (round circular).  
�5�(�����U�R�X�Q�G���V�R�O�L�G�����D�Q�G���5�)�����U�R�X�Q�G���V�X�S�H�U�À�H�[�L�E�O�H���V�W�U�D�Q�G�H�G�����X�S�R�Q���U�H�T�X�H�V�W��

5) The total range is covered by different components.

III

�+�9���&�2�1�1�(�;���6�H�S�D�U�D�E�O�H���&�R�Q�Q�H�F�W�R�U�V�����6�L�]�H���������X�S���W�R�����������N�9
�7�K�H���I�R�O�O�R�Z�L�Q�J���R�S�W�L�R�Q�V���D�U�H���D�Y�D�L�O�D�E�O�H���E�X�W���P�X�V�W���E�H���V�S�H�F�L�¿�H�G���Z�K�H�Q���R�U�G�H�U�L�Q�J��

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H
The standard components are designed for a temperature down to -25°C. A special low 
temperature grease is used for ambient conditions involving temperatures below -25°C.

�2�I�I�V�K�R�U�H
Components with corresponding material properties are used for offshore applications.

�,�Q�V�X�O�D�W�H�G���F�D�E�O�H���V�K�L�H�O�G
�)�R�U���L�Q�V�X�O�D�W�H�G���Q�H�W�Z�R�U�N�V���D�Q�G���X�V�D�J�H���R�I���D���/�L�Q�N���%�R�[�����$���W�R�X�F�K���S�U�R�R�I���V�\�V�W�H�P���D�Q�G���À�H�[�L�E�L�O�L�W�\���Z�H�U�H��
the main approach.
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�G�� �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0001 — 410 255 24.3

���������������������� 0002 approx. 3 410 255 24.5

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�+�9���&�2�1�1�(�;���6�R�F�N�H�W�V���I�R�U���*�,�6�����6�L�]�H���������X�S���W�R�����������N�9

For installation in gas-insulated switchgears, switchgears, joint boxes and other devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
for adjusting the length of terminations to relevant standards.

�'�L�P�H�Q�V�L�R�Q�V���I�R�U���F�R�P�S�D�F�W���G�H�V�L�J�Q�����6�L�]�H����
These versions allow for very small cable connection spaces and therefore also a 
�V�L�J�Q�L�¿�F�D�Q�W���U�H�G�X�F�W�L�R�Q���L�Q���W�K�H���D�P�R�X�Q�W���R�I���6�)6 gas needed. 

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���)�D�V�W�H�Q�L�Q�J�V
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �G�� �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0003 — 470 255 25.814

���������������������� 0004 approx. 3 470 255 25.961

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U���À�X�L�G���¿�O�O�H�G�� 
�W�H�U�P�L�Q�D�W�L�R�Q�V�����6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �G�� �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0005 — 757 255 32.6

���������������������� 0006 approx. 3 757 255 32.8

III

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U���G�U�\���W�H�U�P�L�Q�D�W�L�R�Q�V����
�6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

C �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0001 — 410 255 25.9

���������������������� 0002 approx. 3 410 255 26.0

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�+�9���&�2�1�1�(�;���6�R�F�N�H�W�V���I�R�U���W�U�D�Q�V�I�R�U�P�H�U�V�����6�L�]�H���������X�S���W�R�����������N�9

For installation in transformers, E-coils, joint boxes and other oil-insulated devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
for adjusting the length of terminations to relevant standards.

�&�R�U�R�Q�D���V�K�L�H�O�G
Protects against sharp-edged areas of the connection system.

�7�D�N�H���R�I�I���E�R�O�W
optional; must be ordered separately. Included in scope of delivery of transformer  
�P�D�Q�X�I�D�F�W�X�U�H�U���D�V���V�S�H�F�L�¿�H�G���L�Q���V�W�D�Q�G�D�U�G�����,�Q�G�L�Y�L�G�X�D�O���G�H�V�L�J�Q�V���F�D�Q���E�H���G�H�O�L�Y�H�U�H�G���X�S�R�Q���U�H�T�X�H�V�W��

�3�O�H�D�V�H���Q�R�W�H�� When using a HV-CONNEX separable connector, the maximum temperature 
�R�I���W�K�H���V�X�U�U�R�X�Q�G�L�Q�J���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���P�X�V�W���Q�R�W���H�[�F�H�H�G���W�K�H���P�D�[�L�P�X�P���W�H�P�S�H�U�D�W�X�U�H���D�G�P�L�V�V�L�E�O�H��
for cable insulation.

�'�L�P�H�Q�V�L�R�Q�V���I�R�U���F�R�P�S�D�F�W���G�H�V�L�J�Q�����6�L�]�H����
These versions allow for very small cable connection spaces and therefore also a  
�V�L�J�Q�L�¿�F�D�Q�W���U�H�G�X�F�W�L�R�Q���L�Q���W�K�H���D�P�R�X�Q�W���R�I���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���Q�H�H�G�H�G����

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

C �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0003 — 470 255 27.4

���������������������� 0004 approx. 3 470 255 27.5

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�'�L�P�H�Q�V�L�R�Q�V���I�R�U���F�R�P�S�D�F�W���G�H�V�L�J�Q���D�F�F�R�U�G�L�Q�J���W�R���'�,�1���9�'�(�������������� 
�6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

C �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0005 — 757 220 33.4

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���(�1�����������������I�R�U���F�R�Q�Y�H�Q�W�L�R�Q�D�O��
�W�H�U�P�L�Q�D�W�L�R�Q�V�����6�L�]�H����
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���F�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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�1�R�� �%�R�O�W���V�L�]�H �&�U�R�V�V���V�H�F�W�L�R�Q�D�O���U�D�Q�J�H

���P�P�� ���P�P2��

���������������������� M30 x 1,5 240 - 630

���������������������� M42 x 1,5 800 - 1200

���������������������� M52 x 2 �”����������

���������������������� 52 x 15 240 - 630

III

�7�D�N�H���R�I�I���E�R�O�W
Optional. 
Conforming to EN 50299 included in scope of delivery of transformer manufacturer.  
Material: Aluminium, silver-plated
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�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 13.2

�*�D�V���L�Q�V�X�O�D�W�H�G���%�O�L�Q�G���&�R�Y�H�U�����6�L�]�H����
For voltage-proof sealing of HV-CONNEX sockets with SF6 gas.

�1�R�� �0�D�Q�R�P�H�W�H�U

���������������������� with

���������������������� without

�&�R�Y�H�U���'�L�V�N�����6�L�]�H����
Not voltage-proof!
For protecting open HV-CONNEX socket (e.g. transportation).
Dust-proof and water-tight.

�1�R�� �'�L�D�P�H�W�H�U �:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� 280 3.2

III

�'�X�P�P�\���3�O�X�J�����6�L�]�H����
For voltage-proof sealing of HV-CONNEX sockets.
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�1�R�� �9�H�U�V�L�R�Q������ �5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H �/�H�Q�J�W�K �6�W�D�Q�G�D�U�G�V

�����P�L�Q�����N�9�� ���N�9�� ���S�&�� ���P��

���������������������� XXXX 325 750 ���������N�9���”�������S�& min. 3 IEC60137

���������������������� XXXX 218 (30 min) — ���������N�9���”�������S�& min. 3 IEC60840

1�������,�Q�G�L�Y�L�G�X�D�O���D�U�W�L�F�O�H���Q�X�P�E�H�U���G�H�W�H�U�P�L�Q�H�G���Z�L�W�K���D���S�U�R�G�X�F�W���F�R�Q�¿�J�X�U�D�W�R�U���E�D�V�H�G���R�Q���F�X�V�W�R�P�H�U��
requests (see page 40: Form to determine HV test lead and connecting cable).

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���%�X�V�K�L�Q�J�����6�L�]�H����
HV-CONNEX pluggable bushings are used for permanent operation or for carrying out 
�Y�R�O�W�D�J�H���W�H�V�W�V���R�Q���H�T�X�L�S�P�H�Q�W���¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

The pluggable bushings are equipped with a capacitive voltage tap.

Use as a test bushing will result in increased wear, thus decreasing the expected 
service life.

2

1

�1�R�� �5�D�W�H�G��
�&�X�U�U�H�Q�W

�5�D�W�H�G���S�R�Z�H�U��
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H��
�D�W�����������[���80

�&�U�H�H�S�D�J�H��
�G�L�V�W�D�Q�F�H

�:�H�L�J�K�W

I�U�����$�� �����P�L�Q�����N�9�� ���N�9�� ���S�&�� ���P�P�� ���N�J��

���������������������� 1250 325 750 ���������N�9���”���������S�&5270 98.0

���������������������� 1250 325 750 ���������N�9���”���������S�&1500 86.0

III

�7�H�V�W���O�H�D�G�����6�L�]�H����
�7�K�H���F�D�E�O�H���Z�L�W�K���À�H�[�L�E�O�H���R�X�W�G�R�R�U���W�H�U�P�L�Q�D�W�L�R�Q���F�D�Q���E�H���X�V�H�G���I�R�U���H�O�H�F�W�U�L�F�D�O���W�H�V�W�V���R�Q���H�T�X�L�S�P�H�Q�W��
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

Other cable lengths and connecting cables with two CONNEX separable connectors 
available on request.

�7�K�H���V�S�H�F�L�¿�H�G���Y�D�O�X�H�V���D�U�H���P�D�[�L�P�X�P���W�H�V�W�L�Q�J���Y�D�O�X�H�V���W�K�D�W���Z�L�O�O���U�H�V�X�O�W���L�Q���L�Q�F�U�H�D�V�H�G���Z�H�D�U���Z�K�H�Q��
used as a testing cable, thus decreasing the expected service life.
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III

�&�X�U�U�H�Q�W���7�H�V�W�L�Q�J���3�O�X�J�����6�L�]�H����
This plug is used to carry out current tests on switchgear, transformers, transducers etc. 
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

�1�R�� �1�R�P�L�Q�D�O��
�Y�R�O�W�D�J�H

�0�D�[�����W�H�V�W�L�Q�J��
�Y�R�O�W�D�J�H

A B C D

IN�����$�� �8�P�����N�9�� ���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 1600 5 245 40 451 585

�(�D�U�W�K�L�Q�J���D�Q�G���6�K�R�U�W���F�L�U�F�X�L�W���'�H�Y�L�F�H�V���I�R�U���+�9���&�2�1�1�(�;���6�R�F�N�H�W��
�6�L�]�H������
�7�K�H�V�H���G�H�Y�L�F�H�V���D�U�H���X�V�H�G���W�R���H�D�U�W�K���D�Q�G���V�K�R�U�W���F�L�U�F�X�L�W���H�T�X�L�S�P�H�Q�W���¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;����
sockets (e. g. switchgear, transformers etc.).

�1�R�� A B C D

���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 245 40 451 585
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III

�(�D�U�W�K�L�Q�J���&�D�S�����6�L�]�H����
This device is used to earth and short circuit unplugged HV-CONNEX separable 
connectors.
�v���Q�R�W���Y�R�O�W�D�J�H���S�U�R�R�I

For protection of unplugged HV-CONNEX separable connectors against damage 
and dirt.

�1�R�� A B C L

���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 270 410 105 550

�3�U�R�W�H�F�W�L�Y�H���F�D�S�����6�L�]�H����
For protecting the insulating part and contact system of bushing, test lead and mounted 
HV-CONNEX separable connector. 
�v���Q�R�W���V�X�U�J�H���S�U�R�R�I
�v���P�D�G�H���R�I���S�O�D�V�W�L�F
�v���Z�L�W�K���R���U�L�Q�J���V�H�D�O�����W�K�H�U�H�I�R�U�H���G�X�V�W���S�U�R�R�I���D�Q�G���Z�D�W�H�U���W�L�J�K�W

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 5.8
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�1�R�� Max. 
�R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U��
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H���%�,�/��

�:�L�G�W�K �/�H�Q�J�W�K �:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���P�P�� ���P�P�� ���N�J��

���������������������� 170 325 750 400 1350 196.0

III

�+�9���&�2�1�1�(�;���-�R�L�Q�W�����6�L�]�H����
HV-CONNEX joint for testing and connecting cables terminated with HV-CONNEX  
separable connectors. 

Insulation medium: SF6 gas

The joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers. Voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C.
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�1�R�� Max. 
�R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�:�L�G�W�K �/�H�Q�J�W�K �:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���P�P�� ���P�P�� ���N�J��

���������������������� 170 325 750 780 1670 650.0

III

�+�9���&�2�1�1�(�;���7���-�R�L�Q�W�����6�L�]�H����
HV-CONNEX T-joint for branching cables terminated with HV-CONNEX cable 
connectors.

Insulation medium: SF6 gas

The T-joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers; voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C.

�3�R�V�V�L�E�O�H���D�S�S�O�L�F�D�W�L�R�Q�V��
�v���3�O�X�J�J�D�E�O�H���E�U�D�Q�F�K�L�Q�J���M�R�L�Q�W���I�R�U���+�9���F�D�E�O�H�V
�v�����8�Q�L�Y�H�U�V�D�O���D�S�S�O�L�F�D�W�L�R�Q���R�S�W�L�R�Q�V���� 

T-branching of one plastic-insulated cable to two plastic-insulated cables or a overhead  
line to two plastic-insulated cables

�3�U�R�S�H�U�W�L�H�V��
�v���0�H�W�D�O���F�O�D�G
�v���)�X�O�O�\���L�Q�V�X�O�D�W�H�G
�v���+�L�J�K���V�K�R�U�W���F�L�U�F�X�L�W���V�W�U�H�Q�J�W�K
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H
�v���)�R�U���R�X�W�G�R�R�U���X�V�H
�v���,�3����
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H���J�D�V���G�H�Q�V�L�W�\���P�R�Q�L�W�R�U�����P�D�Q�R�P�H�W�H�U�����Z�L�W�K���U�H�P�R�W�H���P�R�Q�L�W�R�U�L�Q�J���R�S�W�L�R�Q
�v���%�X�U�V�W�L�Q�J���G�L�V�F
�v���,�Q�V�X�O�D�W�L�R�Q���P�H�G�L�X�P���6�)6

�v���7�h�9���W�H�V�W�H�G���M�R�L�Q�W���K�R�X�V�L�Q�J�����7�h�9���L�V���J�H�U�P�D�Q���7�H�F�K�Q�L�F�D�O���,�Q�V�S�H�F�W�L�R�Q���$�V�V�R�F�L�D�W�L�R�Q��
�v���'�L�I�I�H�U�H�Q�W���V�L�]�H�V���F�D�Q���E�H���F�R�P�E�L�Q�H�G���R�Q���U�H�T�X�H�V�W
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�1�R�� �9�H�U�V�L�R�Q���� �1�R�P�L�Q�D�O��
�Y�R�O�W�D�J�H������

�&�U�R�V�V���V�H�F�W�L�R�Q��
�U�D�Q�J�H������������

�&�R�Q�G�X�F�W�R�U��
�G�L�D�P�H�W�H�U������������

�'�L�D�P�H�W�H�U���R�Y�H�U��
�L�Q�V�X�O�D�W�L�R�Q

IN�����$�� ���P�P2�� �‘�����P�P�� �‘�����P�P��

���������������������� XXXX 2500 240 - 2500 15.3 - 64.9 54.5 - 110.5

1)  Individual article number determined according to actual cable dimensions (see page 39: 
Form to determine HV-CONNEX Separable Connectors). 

2) depending on the cable that is used 
3)  Cross section is for reference only.  

�$�F�W�X�D�O���Y�D�O�X�H���L�V���O�L�P�L�W�H�G���E�\���P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U���F�R�Q�G�X�F�W�R�U���D�Q�G�� 
�P�L�Q���������P�D�[�����G�L�D�P�H�W�H�U���R�Y�H�U���L�Q�V�X�O�D�W�L�R�Q���� 
(1 inch = 25.4 mm; 1 square inch = 645.16 mm²)

4)  Values are vor RM (round circular).  
�5�(�����U�R�X�Q�G���V�R�O�L�G�����D�Q�G���5�)�����U�R�X�Q�G���V�X�S�H�U�À�H�[�L�E�O�H���V�W�U�D�Q�G�H�G�����X�S�R�Q���U�H�T�X�H�V�W��

5) The total range is covered by different components.

III

�+�9���&�2�1�1�(�;���6�H�S�D�U�D�E�O�H���&�R�Q�Q�H�F�W�R�U�V�����6�L�]�H�������6�����X�S���W�R�����������N�9
�7�K�H���I�R�O�O�R�Z�L�Q�J���R�S�W�L�R�Q�V���D�U�H���D�Y�D�L�O�D�E�O�H���E�X�W���P�X�V�W���E�H���V�S�H�F�L�¿�H�G���Z�K�H�Q���R�U�G�H�U�L�Q�J��

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H
The standard components are designed for a temperature down to -25°C. A special low 
temperature grease is used for ambient conditions involving temperatures below -25°C.

�2�I�I�V�K�R�U�H
Components with corresponding material properties are used for offshore applications.

�,�Q�V�X�O�D�W�H�G���F�D�E�O�H���V�K�L�H�O�G
�)�R�U���L�Q�V�X�O�D�W�H�G���Q�H�W�Z�R�U�N�V���D�Q�G���X�V�D�J�H���R�I���D���/�L�Q�N���%�R�[�����$���W�R�X�F�K���S�U�R�R�I���V�\�V�W�H�P���D�Q�G���À�H�[�L�E�L�O�L�W�\���Z�H�U�H��
the main approach.

�,�P�S�R�U�W�D�Q�W��
Special tools are required for the assembly of HV-CONNEX separable connectors 
size 6-S (see assembly accessories).
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�1�R�� �9�H�U�V�L�R�Q���� �&�D�S�D�F�L�W�L�Y�H��
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0001 — 410 25.4

���������������������� 0002 approx. 3 410 25.6

1) Further versions upon request.  
2) capacity with cable plugged in; tolerance ±3 %

III

�+�9���&�2�1�1�(�;���6�R�F�N�H�W�V���I�R�U���*�,�6�����6�L�]�H�������6�����X�S���W�R�����������N�9

For installation in gas-insulated switchgears, switchgears, joint boxes and other devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�$�G�D�S�W�H�U���À�D�Q�J�H
for adjusting the diameter to relevant standards.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
or adjusting the length of terminations to relevant standards.

�'�L�P�H�Q�V�L�R�Q�V���I�R�U���F�R�P�S�D�F�W���G�H�V�L�J�Q�����6�L�]�H�������6
These versions allow for very small cable connection spaces and therefore also a  
�V�L�J�Q�L�¿�F�D�Q�W���U�H�G�X�F�W�L�R�Q���L�Q���W�K�H���D�P�R�X�Q�W���R�I���6�)6 gas needed. 

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\����
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���)�D�V�W�H�Q�L�Q�J�V
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �W2 �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0003 — 620 475 45.9

���������������������� 0004 approx. 3 620 475 46.1

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U���G�U�\���W�H�U�P�L�Q�D�W�L�R�Q�V������
�6�L�]�H�������6
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���$�G�D�S�W�H�U���À�D�Q�J�H�����L�Q�F�O�X�G�H�G��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�(�&���G�L�P�H�Q�V�L�R�Q�V���O�� �W2 �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0005 — 960 582 65.3

���������������������� 0006 approx. 3 960 582 65.5

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���,�(�&�������������������������I�R�U���À�X�L�G���¿�O�O�H�G�� 
�W�H�U�P�L�Q�D�W�L�R�Q�V�����6�L�]�H�������6
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���$�G�D�S�W�H�U���À�D�Q�J�H�����L�Q�F�O�X�G�H�G��
�v���(�[�W�H�Q�V�L�R�Q�����D�G�D�S�W�H�U�������S�U�H���D�V�V�H�P�E�O�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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III

�+�9���&�2�1�1�(�;���6�R�F�N�H�W�V���I�R�U���W�U�D�Q�V�I�R�U�P�H�U�V�����6�L�]�H�������6�����X�S���W�R�����������N�9
For installation in transformers, E-coils, joint boxes and other oil-insulated devices.

�+�9���&�2�1�1�(�;���V�R�F�N�H�W
with or without voltage tap, each including fastenings.

�$�G�D�S�W�H�U���À�D�Q�J�H
for adjusting the diameter to relevant standards.

�(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U
for adjusting the length of terminations to relevant standards.

�&�R�U�R�Q�D���V�K�L�H�O�G
Protects against sharp-edged areas of the connection system.

�7�D�N�H���R�I�I���E�R�O�W
optional; must be ordered separately. Included in scope of delivery of transformer  
�P�D�Q�X�I�D�F�W�X�U�H�U���D�V���V�S�H�F�L�¿�H�G���L�Q���V�W�D�Q�G�D�U�G�����,�Q�G�L�Y�L�G�X�D�O���G�H�V�L�J�Q�V���F�D�Q���E�H���G�H�O�L�Y�H�U�H�G���X�S�R�Q���U�H�T�X�H�V�W��

�3�O�H�D�V�H���Q�R�W�H�� When using a HV-CONNEX separable connector, the maximum temperature 
�R�I���W�K�H���V�X�U�U�R�X�Q�G�L�Q�J���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���P�X�V�W���Q�R�W���H�[�F�H�H�G���W�K�H���P�D�[�L�P�X�P���W�H�P�S�H�U�D�W�X�U�H���D�G�P�L�V�V�L�E�O�H��
for cable insulation.
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

�:�H�L�J�K�W

���S�)�� ���P�P�� ���N�J��

���������������������� 0001 — 410 26.2

���������������������� 0002 approx. 3 410 26.4

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�'�L�P�H�Q�V�L�R�Q�V���I�R�U���F�R�P�S�D�F�W���G�H�V�L�J�Q�����6�L�]�H�������6
These versions allow for very small cable connection spaces and therefore also a  
�V�L�J�Q�L�¿�F�D�Q�W���U�H�G�X�F�W�L�R�Q���L�Q���W�K�H���D�P�R�X�Q�W���R�I���L�Q�V�X�O�D�W�L�Q�J���À�X�L�G���Q�H�H�G�H�G����

�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���&�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

D �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0003 — 620 475 46.5

���������������������� 0004 approx. 3 620 475 46.6

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�)�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���'�,�1���9�'�(���������������6�L�]�H�������6
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���$�G�D�S�W�H�U���À�D�Q�J�H�����L�Q�F�O�X�G�H�G��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���&�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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�1�R�� �9�H�U�V�L�R�Q������ �&�D�S�D�F�L�W�L�Y�H
�Y�R�O�W�D�J�H���W�D�S������

�,�Q�V�W�D�O�O�D�W�L�R�Q��
�G�H�S�W�K

D �:�H�L�J�K�W

���S�)�� ���P�P�� ���P�P�� ���N�J��

���������������������� 0005 — 960 582 66.1

���������������������� 0006 approx. 3 960 582 66.3

1) Further versions upon request. 
2) capacity with cable plugged in; tolerance ±3 %

III

�I�R�U���G�L�P�H�Q�V�L�R�Q�V���D�F�F�R�U�G�L�Q�J���W�R���(�1���������������I�R�U���F�R�Q�Y�H�Q�W�L�R�Q�D�O�� 
�W�H�U�P�L�Q�D�W�L�R�Q�V�����6�L�]�H�������6
�6�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��
�v���6�R�F�N�H�W�����Z�L�W�K���R�U���Z�L�W�K�R�X�W���Y�R�O�W�D�J�H���W�D�S��
�v���$�G�D�S�W�H�U���À�D�Q�J�H�����L�Q�F�O�X�G�H�G��
�v���(�[�W�H�Q�V�L�R�Q���D�G�D�S�W�H�U�����S�U�H���D�V�V�H�P�E�O�H�G��
�v���&�R�U�R�Q�D���V�K�L�H�O�G�����L�Q�F�O�X�G�H�G��
�v���)�D�V�W�H�Q�L�Q�J�V

Optional: take-off bolt (must be ordered separately)
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III

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 13.2

�7�D�N�H���R�I�I���E�R�O�W
Optional. 
Conforming to EN 50299 included in scope of delivery of transformer manufacturer.  
Material: Aluminium, silver-plated

�1�R�� �%�R�O�W���V�L�]�H �&�U�R�V�V���V�H�F�W�L�R�Q�D�O���U�D�Q�J�H

���P�P�� ���P�P2��

���������������������� M30 x 1,5 240 - 630

���������������������� M42 x 1,5 800 - 1200

���������������������� M52 x 2 �”����������

���������������������� 52 x 15 240 - 630
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�'�X�P�P�\���3�O�X�J�����6�L�]�H�������6
For surge-proof sealing of HV-CONNEX sockets.
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III

�*�D�V���L�Q�V�X�O�D�W�H�G���%�O�L�Q�G���&�R�Y�H�U�����6�L�]�H�������6
For voltage-proof sealing of HV-CONNEX sockets with SF6 gas.

�1�R�� �0�D�Q�R�P�H�W�H�U

���������������������� with

���������������������� without

�&�R�Y�H�U���'�L�V�N�����6�L�]�H�������6
Not voltage-proof!
For protecting open HV-CONNEX socket (e.g. transportation).
Dust-proof and water-tight.

�1�R�� �'�L�D�P�H�W�H�U �:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� 280 3.2
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�7�H�V�W���O�H�D�G�����6�L�]�H�������6
�7�K�H���F�D�E�O�H���Z�L�W�K���À�H�[�L�E�O�H���R�X�W�G�R�R�U���W�H�U�P�L�Q�D�W�L�R�Q���F�D�Q���E�H���X�V�H�G���I�R�U���H�O�H�F�W�U�L�F�D�O���W�H�V�W�V���R�Q���H�T�X�L�S�P�H�Q�W��
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

Other cable lengths and connecting cables with two CONNEX separable connectors 
available on request.

�7�K�H���V�S�H�F�L�¿�H�G���Y�D�O�X�H�V���D�U�H���P�D�[�L�P�X�P���W�H�V�W�L�Q�J���Y�D�O�X�H�V���W�K�D�W���Z�L�O�O���U�H�V�X�O�W���L�Q���L�Q�F�U�H�D�V�H�G���Z�H�D�U���Z�K�H�Q��
used as a testing cable, thus decreasing the expected service life.

�1�R�� �9�H�U�V�L�R�Q������ �5�D�W�H�G���S�R�Z�H�U
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H�����%�,�/��

�3�D�U�W�L�D�O�� 
�G�L�V�F�K�D�U�J�H

�/�H�Q�J�W�K �6�W�D�Q�G�D�U�G�V

�����P�L�Q�����N�9�� ���N�9�� ���S�&�� ���P��

���������������������� XXXX 460 1050 ���������N�9���”�������S�&min. 3 IEC60137

���������������������� XXXX 318 (30 min) — ���������N�9���”�������S�&min. 3 IEC60840

1�������,�Q�G�L�Y�L�G�X�D�O���D�U�W�L�F�O�H���Q�X�P�E�H�U���G�H�W�H�U�P�L�Q�H�G���Z�L�W�K���D���S�U�R�G�X�F�W���F�R�Q�¿�J�X�U�D�W�R�U���E�D�V�H�G���R�Q���F�X�V�W�R�P�H�U�� 
requests (see page 40: Form to determine HV test lead and connecting cable).
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�1�R�� �1�R�P�L�Q�D�O��
�Y�R�O�W�D�J�H

�0�D�[�����W�H�V�W�L�Q�J��
�Y�R�O�W�D�J�H

A B C D

IN�����$�� �8�P�����N�9�� ���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 1600 5 245 40 451 585

�1�R�� A B C D

���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 245 40 451 585

III

�&�X�U�U�H�Q�W���7�H�V�W�L�Q�J���3�O�X�J�����6�L�]�H�������6
This plug is used to carry out current tests on switchgear, transformers, transducers etc. 
�¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;���V�R�F�N�H�W�V��

�(�D�U�W�K�L�Q�J���D�Q�G���6�K�R�U�W���F�L�U�F�X�L�W���'�H�Y�L�F�H�V���I�R�U���+�9���&�2�1�1�(�;���6�R�F�N�H�W��
�6�L�]�H�������6
�7�K�H�V�H���G�H�Y�L�F�H�V���D�U�H���X�V�H�G���W�R���H�D�U�W�K���D�Q�G���V�K�R�U�W���F�L�U�F�X�L�W���H�T�X�L�S�P�H�Q�W���¿�W�W�H�G���Z�L�W�K���+�9���&�2�1�1�(�;����
sockets (e. g. switchgear, transformers etc.).
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�6
�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�1�R�� A B C L

���P�P�� ���P�P�� ���P�P�� ���P�P��

���������������������� 270 410 105 550

III

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 5.8

�(�D�U�W�K�L�Q�J���&�D�S�����6�L�]�H�������6
This device is used to earth and short circuit unplugged HV-CONNEX separable 
connectors.
�v���Q�R�W���Y�R�O�W�D�J�H���S�U�R�R�I

For protection of unplugged HV-CONNEX separable connectors against damage 
and dirt.

�6
�L

�]�
H

���
���

�6

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�3�U�R�W�H�F�W�L�Y�H���F�D�S�����6�L�]�H�������6
For protecting the insulating part and contact system of bushing, test lead and mounted 
HV-CONNEX separable connector. 
�v���Q�R�W���V�X�U�J�H���S�U�R�R�I
�v���P�D�G�H���R�I���S�O�D�V�W�L�F
�v���Z�L�W�K���R���U�L�Q�J���V�H�D�O�����W�K�H�U�H�I�R�U�H���G�X�V�W���S�U�R�R�I���D�Q�G���Z�D�W�H�U���W�L�J�K�W
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III

�1�R�� �0�D�[�����R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U�� 
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���N�J��

���������������������� 245 460 1050 338.0

�6
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�6
�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P

�+�9���&�2�1�1�(�;���-�R�L�Q�W�����6�L�]�H�������6
HV-CONNEX joint for testing and connecting cables terminated with HV-CONNEX 
separable connectors. 

Insulation medium: SF6 gas

The joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers. Voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C.
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III

�1�R�� Max. 
�R�S�H�U�D�W�L�Q�J��
�Y�R�O�W�D�J�H

�5�D�W�H�G���S�R�Z�H�U�� 
�I�U�H�T�X�H�Q�F�\��
�Z�L�W�K�V�W�D�Q�G��
�Y�R�O�W�D�J�H

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J��
�L�P�S�X�O�V�H�� 
�Z�L�W�K�V�W�D�Q�G�� 
�Y�R�O�W�D�J�H�����%�,�/��

�:�L�G�W�K �/�H�Q�J�W�K �:�H�L�J�K�W

�8�P�����N�9�� �����P�L�Q�����N�9�� ���N�9�� ���P�P�� ���P�P�� ���N�J��

���������������������� 245 460 1050 880 1670 865.0

�+�9���&�2�1�1�(�;���7���-�R�L�Q�W�����6�L�]�H�������6
HV-CONNEX T-joint for branching cables terminated with HV-CONNEX separable  
connectors.

Insulation medium: SF6 gas

The T-joint features a turnable anti-burst device and a SF6 gas density monitor with signal 
generator for remote display. The sockets are sealed with plastic covers; voltage-proof 
dummy plugs to be ordered separately.

�/�R�Z���W�H�P�S�H�U�D�W�X�U�H��
The standard components are designed for a temperature up to -25 °C. A special gas 
mixture for low temperatures is used for ambient conditions below -25 °C. 

�3�R�V�V�L�E�O�H���D�S�S�O�L�F�D�W�L�R�Q�V��
�v���3�O�X�J�J�D�E�O�H���E�U�D�Q�F�K�L�Q�J���M�R�L�Q�W���I�R�U���+�9���F�D�E�O�H�V
�v�����8�Q�L�Y�H�U�V�D�O���D�S�S�O�L�F�D�W�L�R�Q���R�S�W�L�R�Q�V���� 

T-branching of one plastic-insulated cable to two plastic-insulated cables or  
a overhead line to two plastic-insulated cables

�3�U�R�S�H�U�W�L�H�V��
�v���0�H�W�D�O���F�O�D�G
�v���)�X�O�O�\���L�Q�V�X�O�D�W�H�G
�v���+�L�J�K���V�K�R�U�W���F�L�U�F�X�L�W���V�W�U�H�Q�J�W�K
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H
�v���)�R�U���R�X�W�G�R�R�U���X�V�H
�v���,�3����
�v���0�D�L�Q�W�H�Q�D�Q�F�H���I�U�H�H���J�D�V���G�H�Q�V�L�W�\���P�R�Q�L�W�R�U�����P�D�Q�R�P�H�W�H�U�����Z�L�W�K���U�H�P�R�W�H���P�R�Q�L�W�R�U�L�Q�J���R�S�W�L�R�Q
�v���%�X�U�V�W�L�Q�J���G�L�V�F
�v���,�Q�V�X�O�D�W�L�R�Q���P�H�G�L�X�P���6�)6

�v���7�h�9���W�H�V�W�H�G���M�R�L�Q�W���K�R�X�V�L�Q�J�����7�h�9���L�V���J�H�U�P�D�Q���7�H�F�K�Q�L�F�D�O���,�Q�V�S�H�F�W�L�R�Q���$�V�V�R�F�L�D�W�L�R�Q��
�v���'�L�I�I�H�U�H�Q�W���V�L�]�H�V���F�D�Q���E�H���F�R�P�E�L�Q�H�G���R�Q���U�H�T�X�H�V�W
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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III

�$�S�S�O�L�F�D�W�L�R�Q�V

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�1�R�� �6�L�]�H �:�H�L�J�K�W

���N�J��

���������������������� 4, 5 6.5

���������������������� 6, 6-S 6.5

�1�R�� �6�L�]�H �:�H�L�J�K�W

���N�J��

���������������������� 4, 5 0.4

���������������������� 6, 6-S 0.6

III

�$�V�V�H�P�E�O�\���$�F�F�H�V�V�R�U�L�H�V

Tools for HV-CONNEX, Sizes 4, 5, 6 and 6-S.

�5�H�T�X�L�U�H�G���3�)�,�6�7�(�5�(�5���V�S�H�F�L�D�O���W�R�R�O�V

These special PFISTERER products are needed for assembly:

�+�\�G�U�D�X�O�L�F���+�D�Q�G���2�S�H�U�D�W�H�G���&�R�P�S�U�H�V�V�L�R�Q���7�R�R�O
with compression head for axial compression of the contact ring for HV-CONNEX 
separable connectors.

�,�P�S�D�F�W���'�H�Y�L�F�H
for pre-assembly of contact part.

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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III

�2�S�W�L�R�Q�D�O���3�)�,�6�7�(�5�(�5���W�R�R�O�V

The following tools may useful as they are designed especially for PFISTERER cable 
systems:

�3�X�V�K���R�Q���'�H�Y�L�F�H
for assembly of insulating part.

�1�R�� �6�L�]�H �:�H�L�J�K�W

���N�J��

���������������������� 4, 5, 6, 6-S 8.5

�'�L�V�W�D�Q�F�H���3�L�Q���Z�L�W�K���(�\�H�E�R�O�W
for mounting of the block and tackle.

�1�R�� �6�L�]�H �:�H�L�J�K�W

���N�J��

���������������������� 4, 5, 6, 6-S 0.5

�%�O�R�F�N���D�Q�G���7�D�F�N�O�H
insulated, used for plug-in of HV-CONNEX separable connector into socket.

�1�R�� �6�L�]�H �:�H�L�J�K�W

���N�J��

���������������������� 4, 5, 6, 6-S 3.2

�+�H�D�W�L�Q�J���P�D�W
for heating before straightening.

�1�R�� �/�H�Q�J�W�K �:�H�L�J�K�W

���P�� ���N�J��

���������������������� 1 4

���������������������� 2 7

�+�9���&�D�E�O�H���6�W�U�L�S�S�H�U
for cable preparation (peeling, removing and bevelling the insulation).
Stop rings for various stripping lengths available on request.

�1�R�� �5�D�Q�J�H �:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� 35 - 90 5.3

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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III

�2�X�W�H�U���-�D�F�N�H�W���&�X�W�W�H�U
for lengthwise cut of the outer jacket.

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 0.345

�)�L�W�W�L�Q�J���&�O�D�P�S
�I�R�U���¿�[�L�Q�J���E�O�R�F�N���D�Q�G���W�D�F�N�O�H�V���D�Q�G���W�R���S�U�R�W�H�F�W���W�K�H���E�H�O�O���À�D�Q�J�H���G�X�U�L�Q�J���D�V�V�H�P�E�O�\��

�1�R�� �&�D�E�O�H���G�L�D�P�H�W�H�U �:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� 50 - 100 1.3

���������������������� 75 - 150 5.8

�3�2�0���E�D�U
for greasing of the insulating part‘s inner surface.

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 0.4

�$�O�L�J�Q�P�H�Q�W���5�D�L�O�V
for straightening of the cable (2 items). Two screw clamps needed for assembly.

�1�R�� �/�H�Q�J�W�K �:�H�L�J�K�W

���P�� ���N�J��

���������������������� 1 5.9

���������������������� 2 10.1

�3�L�S�H���&�X�W�W�H�U
for cutting of Al-corrugated sheath

�1�R�� �&�D�E�O�H���G�L�D�P�H�W�H�U �:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� 50 - 110 1.5

�&�K�D�L�Q���&�X�W�W�H�U
for cut around the outer jacket.

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 2
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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III

�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�*�U�L�Q�G�L�Q�J���0�D�F�K�L�Q�H�����H�O�H�F�W��
for insulation preparation.

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 5.2

�+�H�[�D�J�R�Q�D�O���6�F�U�H�Z�G�U�L�Y�H�U
�I�R�U���V�F�U�H�Z�L�Q�J���R�Q���W�K�H���E�H�O�O���À�D�Q�J�H��

�1�R�� �6�L�]�H �.�H�\���Z�L�G�W�K �:�H�L�J�K�W

���N�J��

���������������������� 4 SW 8 0.2

���������������������� 5, 6, 6-S SW 10 0.2

�8�Q�L�F�X�W
for cable preparation (peeling, removing and bevelling the insulation).

�1�R�� �'�L�D�P�H�W�H�U���R�Y�H�U��
�L�Q�V�X�O�D�W�L�R�Q

�:�H�L�J�K�W

�‘�����P�P�� ���N�J��

���������������������� Unicut 30 30 - 85 3.0

���������������������� Unicut 40 70 - 125 5.0

�)�H�H�G���-�D�Z�V
for Unicut.

�1�R�� �/�H�Q�J�W�K �:�H�L�J�K�W

���P�P�� ���N�J��

���������������������� for Unicut 30 90 0.2

���������������������� for Unicut 30 60 0.2

���������������������� for Unicut 40 90 0.2

���������������������� for Unicut 40 60 0.2

�+�9���&�D�U�U�\�L�Q�J���&�D�V�H���I�R�U���7�R�R�O�V�����Z�L�W�K�R�X�W���W�R�R�O�V��
for transporting and storing tools.

�1�R�� �6�L�]�H

���������������������� 4, 5, 6, 6-S
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�0�D�W�H�U�L�D�O

Additional assembly material:

�+�9���6�S�H�F�L�D�O���*�U�H�D�V�H
greasing of insulating part, socket etc.

�1�R�� �6�L�]�H �7�H�P�S�H�U�D�W�X�U�H���U�D�Q�J�H �:�H�L�J�K�W

���ƒ���&�� ���J��

���������������������� 4, 5, 6, 6-S -25 – +90 8.0

���������������������� 4, 5, 6, 6-S -45 – +90 8.0

�+�9���&�2�1�1�(�;���6�H�D�O�L�Q�J���6�H�W���I�R�U���2�X�W�G�R�R�U���9�H�U�W�L�F�D�O���,�Q�V�W�D�O�O�D�W�L�R�Q���I�U�R�P���D�E�R�Y�H
e.g. on transformers for sizes 5-S, 6 and 6-S.

�1�R�� �6�L�]�H �:�H�L�J�K�W

���N�J��

���������������������� 5, 6, 6-S 0.6

�'�L�O�R���6�)�����J�D�V���U�H���¿�O�O�L�Q�J���G�H�Y�L�F�H
�I�R�U���¿�O�O�L�Q�J���R�I���+�9���7�H�V�W�����D�Q�G���7���-�R�L�Q�W�V��

�1�R�� �:�H�L�J�K�W

���N�J��

���������������������� 5.4
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�+�9���&�2�1�1�(�;���3�O�X�J�J�D�E�O�H���&�R�Q�Q�H�F�W�L�R�Q���6�\�V�W�H�P
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�*�,�6���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q

The terminations are used for the direct insertion of polymer insulated high voltage cables 
in gas insulated switchgears. They are availabe in nearly identical versions as vertical, 
horizontal or upside-down designs for voltage ranges from 72.5 kV to 245 kV. The slide-on 
silicone control unit is surrounded by a cast resin insulator, which safely separates the 
�J�D�V���L�Q�V�X�O�D�W�H�G���V�Z�L�W�F�K�J�H�D�U���I�U�R�P���W�K�H���F�D�E�O�H���V�\�V�W�H�P�����7�K�H���L�Q�V�X�O�D�W�R�U���L�V���D�D�G�L�W�L�R�Q�D�O�O�\���¿�O�O�H�G���Z�L�W�K���D�Q��
insulating compound. 

�0�D�W�H�U�L�D�O��
Insulator material: cast resin
Material of the control unit: silicone rubber

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q��
compressed or screwed

�2�S�W�L�R�Q�D�O���D�F�F�H�V�V�R�U�L�H�V��
adapter plate

�1�R�W�H��
The horizontal version is equipped with an expansion vessel.
Upside-down version on request.
Optional material is not within scope of supply and has to be ordered seperately.

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H �8�P�����N�9�� 72.5 123 145 170 245

�6�W�D�Q�G�D�U�G�V IEC60840
IEC60859
IEC62271-209

IEC60840
IEC60859
IEC62271-209

IEC60840
IEC60859
IEC62271-209

IEC60840
IEC60859
IEC62271-209

IEC62067
IEC60859
IEC62271-209

�5�D�W�H�G���Y�R�O�W�D�J�H �8�����N�9��60 - 69 110 - 115 132 - 138 150 - 161 220 - 230

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J���L�P�S�X�O�V�H
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H�����%�,�/��

���N�9�� 325 550 650 750 1050

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H
�P�H�D�V�X�U�H�P�H�Q�W

���S�&�� < 5 < 5 < 5 < 5 < 5

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V
�(

�6
�*
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�(�6�*����

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�*�������+ 95-2000 37 - 84 120 58.0 1

�(�6�*�������9 95-2000 37 - 84 120 52.0 2

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�*�������+ 270 80 ± 0,3 295 8 x Ø11 255 245 ± 0,3 184 583 ± 1 100 4 x M10 24 7

�(�6�*�������9 270 80 ± 0,3 295 8 x Ø11 255 245 ± 0,3 184 583 ± 1 100 4 x M10 24 7

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V

�(
�6

�*
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�(�6�*������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�*���������+ 150-2000 42 - 99 120 78.0 1

�(�6�*���������+ 150 - 2500 84 - 110 170 86.0 1

�(�6�*���������9 150-2000 42 - 99 120 72.0 2

�(�6�*���������9 150 - 2500 84 - 110 170 80.0 2

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�*���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�*���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�(�6�*���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�*���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V
�(

�6
�*
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�(�6�*������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�*���������+ 150-2000 46 - 99 120 78.0 1

�(�6�*���������+ 150 - 2500 84 - 110 170 86.0 1

�(�6�*���������9 150-2000 46 - 99 120 72.0 2

�(�6�*���������9 150 - 2500 84 - 110 170 80.0 2

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�*���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�*���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�(�6�*���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�*���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V
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�6

�*
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�(�6�*������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V��
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�*���������+ 150-2000 52 - 99 120 78.0 1

�(�6�*���������+ 150 - 2500 84 - 110 170 86.0 1

�(�6�*���������9 150-2000 52 - 99 120 72.0 2

�(�6�*���������9 150 - 2500 84 - 110 170 80.0 2

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�*���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�*���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�(�6�*���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�*���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V
�(

�6
�*
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�(�6�*������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�*������ 240 - 2500 69 - 118 170 170.0

�3�U�R�G�X�F�W��
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�*������ 585 ± 0,5 110 ± 0,3 620 16 x Ø17,5 565 559 ± 0,3 439 960 ± 2 150 4 x M12 24 10

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V

�(
�6

�*
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�7�U�D�Q�V�I�R�U�P�H�U���&�D�E�O�H���7�H�U�P�L�Q�D�W�L�R�Q

The terminations are used for the direct insertion of polymer insulated high voltage 
�F�D�E�O�H�V���L�Q���R�L�O���¿�O�O�H�G���W�U�D�Q�V�I�R�U�P�H�U�V�����7�K�H�\���D�U�H���D�Y�D�L�O�D�E�H���L�Q���Q�H�D�U�O�\���L�G�H�Q�W�L�F�D�O���Y�H�U�V�L�R�Q�V���D�V���Y�H�U�W�L�F�D�O����
horizontal or upside-down designs for voltage ranges from 72.5 kV to 245 kV. The slide-on 
silicone control unit is surrounded by a cast resin insulator, which safely separates  
�W�K�H���R�L�O���¿�O�O�H�G���H�T�X�L�S�P�H�Q�W���I�U�R�P���W�K�H���F�D�E�O�H���V�\�V�W�H�P�����7�K�H���L�Q�V�X�O�D�W�R�U���L�V���D�D�G�L�W�L�R�Q�D�O�O�\���¿�O�O�H�G���Z�L�W�K���D�Q��
insulating compound. 

�0�D�W�H�U�L�D�O��
Insulator material: cast resin  
Material of the control unit: silicone rubber

�&�R�Q�G�X�F�W�R�U���F�R�Q�Q�H�F�W�L�R�Q����
compressed or screwed 

�2�S�W�L�R�Q�D�O���D�F�F�H�V�V�R�U�L�H�V����
adapter plate, corona shield 

�1�R�W�H��
The horizontal version is equipped with an expansion vessel.
Upside-down version on request.
Optional material is not within scope of supply and has to be ordered seperately.

�0�D�[�����R�S�H�U�D�W�L�Q�J���Y�R�O�W�D�J�H �8�P�����N�9�� 72.5 123 145 170 245

�6�W�D�Q�G�D�U�G�V IEC60840
EN50299

IEC60840
EN50299

IEC60840
EN50299

IEC60840
EN50299

IEC62067
EN50299

�5�D�W�H�G���Y�R�O�W�D�J�H �8�����N�9��60 - 69 110 - 115 132 - 138 150 - 161 220 - 230

�5�D�W�H�G���O�L�J�K�W�Q�L�Q�J���L�P�S�X�O�V�H
�Z�L�W�K�V�W�D�Q�G���Y�R�O�W�D�J�H�����%�,�/��

���N�9�� 325 550 650 750 1050

�3�D�U�W�L�D�O���G�L�V�F�K�D�U�J�H���P�H�D�V�X�U�P�H�Q�W ���S�&��< 5 < 5 < 5 < 5 < 5

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V
�(

�6
�8
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�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H�� 
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�8�������+ 95-2000 37 - 84 120 58.0 1

�(�6�8�������9 95-2000 37 - 84 120 52.0 2

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�8�������+ 270 80 ± 0,3 295 8 x Ø11 255 245 ± 0,3 184 583 ± 1 100 4 x M10 24 7

�(�6�8�������9 270 80 ± 0,3 295 8 x Ø11 255 245 ± 0,3 184 583 ± 1 100 4 x M10 24 7

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V

�(
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�(�6�8������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�8���������+ 150-2000 42 - 99 120 78.0 1

�(�6�8���������+ 150 - 2500 84 - 110 170 86.0 1

�(�6�8���������9 150-2000 42 - 99 120 72.0 2

�(�6�8���������9 150 - 2500 84 - 110 170 80.0 2

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�8���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�8���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�(�6�8���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�8���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V
�(

�6
�8
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�(�6�8������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�8���������+ 150-2000 46 - 99 120 78.0 1

�(�6�8���������+ 150 - 2500 84 - 110 170 86.0 1

�(�6�8���������9 150-2000 46 - 99 120 72.0 2

�(�6�8���������9 150 - 2500 84 - 110 170 80.0 2

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�8���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�8���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�(�6�8���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�8���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7
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IV

�(�6�8������

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�8���������+ 150-2000 52 - 99 120 78.0 1

�(�6�8���������+ 150 - 2500 84 - 110 170 86.0 1

�(�6�8���������9 150-2000 52 - 99 120 72.0 2

�(�6�8���������9 150 - 2500 84 - 110 170 80.0 2

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�8���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�8���������+ 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�(�6�8���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 200 757 ± 1 100 4 x M10 24 7

�(�6�8���������9 320 80 ± 0,3 345 12 x Ø13,5 303 298 ± 0,3 215 757 ± 1 100 4 x M10 24 7

�,�;�2�6�,�/���7�U�D�Q�V�I�R�U�P�H�U���D�Q�G���*�,�6���&�R�Q�Q�H�F�W�R�U�V
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IV

�3�U�R�G�X�F�W�� 
�G�H�V�L�J�Q�D�W�L�R�Q

�&�R�Q�G�X�F�W�R�U���F�U�R�V�V���V�H�F�W�L�R�Q��
�D�U�H�D

�'�L�D�P�H�W�H�U���D�F�U�R�V�V���F�D�E�O�H��
�L�Q�V�X�O�D�W�L�R�Q�����S�U�H�S�D�U�H�G��

�0�D�[�����G�L�D�P�H�W�H�U���D�F�U�R�V�V
�F�D�E�O�H���R�X�W�H�U���V�K�H�D�W�K

�1�H�W���Z�H�L�J�K�W
�D�S�S�U�R�[��

���P�P2�� ���P�P�� ���P�P�� ���N�J��

�(�6�8���������+���9 240 - 2500 69 - 118 170 170.0

�3�U�R�G�X�F�W
�G�H�V�L�J�Q�D�W�L�R�Q

�$�����P�P�� �%�����P�P�� �&�����P�P�� �'�����P�P�� �(�����P�P�� �)�����P�P�� �*�����P�P�� �+�����P�P�� �,�����P�P�� �-�����P�P�� �.�����P�P�� �/�����P�P��

�(�6�8���������+���9 585 ± 0,5 110 ± 0,3 620 16 x Ø17,5 565 559 ± 0,3 439 960 ± 2 150 4 x M12 24 10

�(�6�8������
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�3�)�,�6�7�(�5�(�5���Z�R�U�O�G�Z�L�G�H

�3�)�,�6�7�(�5�(�5�� 
�.�R�Q�W�D�N�W�V�\�V�W�H�P�H���*�P�E�+��
Rosenstraße 44  
73650 Winterbach  
�*�H�U�P�D�Q�\��
Phone +49 7181 7005 0  
info@p�¿�V�W�H�U�H�U���G�H

�3�)�,�6�7�(�5�(�5���,�;�2�6�,�/���$�*��
Gotthardstrasse 31  
6460 Altdorf 
�6�Z�L�W�]�H�U�O�D�Q�G��
Phone +41 41 874 75 75  
power@ixosil.ch 

�3�)�,�6�7�(�5�(�5���6���$����
�$�Y�����9�H�O�H�]���6�D�U�V�¿�H�O�G���������� 
C1282AFR Buenos Aires 
�$�U�J�H�Q�W�L�Q�D��
Phone +54 11 4306 3595  
�S�¿�V�W�H�U�H�U�#�S�¿�V�W�H�U�H�U���F�R�P���D�U��

�3�)�,�6�7�(�5�(�5���*�H�V���P���E���+����
Augasse 17  
1090 Wien 
�$�X�V�W�U�L�D��
Phone +43 1 3176531 0  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���D�W

�3�)�,�6�7�(�5�(�5���3�R�Z�H�U���&�R�Q�Q�H�F�W�L�R�Q�� 
�6�\�V�W�H�P�V�����%�H�L�M�L�Q�J�����&�R�������/�W�G�� 
Unit 518, Landmark Tower 2  
8 North Dongsanhuan Road  
Chaoyang District  
100004 Beijing  
�&�K�L�Q�D��
Phone +86 10 6590 6272 0  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���F�Q��

�3�)�,�6�7�(�5�(�5�� 
�5�H�S�U�H�V�H�Q�W�D�W�L�Y�H���2�I�¿�F�H��
Budova Mediahall  
Bidlaky 20  
63900 Brno 
�&�]�H�F�K���5�H�S�X�E�O�L�F��
Phone +420 533 337 190  
�G�L�D�O�R�J�#�S�¿�V�W�H�U�H�U���F�]��

�3�)�,�6�7�(�5�(�5���6AS 
35 avenue d’Italie  
BP 10045  
68311 lllzach Cedex 
�)�U�D�Q�F�H��
Phone +33 389 319029  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���I�U

�3�)�,�6�7�(�5�(�5�� 
�.�R�Q�W�D�N�W�V�\�V�W�H�P�H���*�P�E�+�� 
�6�D�O�H�V���*�H�U�P�D�Q�\��
Rosenstraße 44  
73650 Winterbach  
�*�H�U�P�D�Q�\��
Phone +49 7181 7005 301  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���G�H��

�3�)�,�6�7�(�5�(�5�� 
�5�H�S�U�H�V�H�Q�W�D�W�L�Y�H���2�I�¿�F�H��
Bég u. 3-5.  
1022 Budapest 
�+�X�Q�J�D�U�\��
Phone +36 1 251 3441  
�R�I�¿�F�H�#�S�¿�V�W�H�U�H�U���K�X��

�3�)�,�6�7�(�5�(�5���V���U���O����
Via Sirtori 45 d  
20017 Passirana di Rho (MI) 
�,�W�D�O�\��
Phone +39 02 93158 11  
�S�¿�V�W�H�U�H�U�#�S�¿�V�W�H�U�H�U���L�W��

�3�)�,�6�7�(�5�(�5�� 
�.�R�U�H�D���%�U�D�Q�F�K��
Room 1930,  
�.�Z�D�Q�J�K�Z�D�P�X�Q���2�I�¿�F�L�D���%�X�L�O�G�L�Q�J�� 
163 Shinmunro-1ga, Jongno-Gu  
Seoul 110-999 
�.�R�U�H�D��
Phone +82 2 3276 2630  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���N�U��

�3�)�,�6�7�(�5�(�5���6�S�����]���R���R����
ul. Pogodna 10  
���������������3�L�R�W�U�N�y�Z�H�N���0�D�á�\��
�3�R�O�D�Q�G��
Phone +48 22 72241 68  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���S�O��

�3�)�,�6�7�(�5�(�5�� 
�5�H�S�U�H�V�H�Q�W�D�W�L�Y�H���2�I�¿�F�H��
Krasnopresnenskaya nab., 12  
�(�Q�W�U�D�Q�F�H���‹���������R�I�¿�F�H���‹���������� 
123610 Moscow 
�5�X�V�V�L�D��
Phone +7 495 258 1350  
�L�Q�I�R���U�X�#�S�¿�V�W�H�U�H�U���F�R�P��

�3�)�,�6�7�(�5�(�5���.�R�P�S�R�Q�H�Q�W���	�� 
�6�\�V�W�H�P���$�%��
Flygfältsgatan 2  
12830 Skarpnäck 
�6�Z�H�G�H�Q 
Phone +46 8 7240 150  
�L�Q�I�R���V�H�#�S�¿�V�W�H�U�H�U���F�R�P��

�3�)�,�6�7�(�5�(�5�� 
�6�L�Q�J�D�S�R�U�H���%�U�D�Q�F�K��
300 Beach Road  
# 34-05 The Concourse  
Singapore 199555 
�6�L�Q�J�D�S�R�U�H��
Phone +65 6346 4042  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���V�J��

�3�)�,�6�7�(�5�(�5�����3�W�\�������/�W�G����
9 Willowton Road  
Pietermaritzburg 3201 
�6�R�X�W�K���$�I�U�L�F�D��
Phone +27 33 397 5400  
�S�¿�V�W�H�U�H�U�#�L�D�I�U�L�F�D���F�R�P��

�3�)�,�6�7�(�5�(�5 �8�3�5�(�6�$���6���$���8����
Calle Industria 90-92  
08025 Barcelona 
�6�S�D�L�Q��
Phone +34 93 4367409  
�S�¿�V�W�H�U�H�U���X�S�U�H�V�D�#�S�¿�V�W�H�U�H�U�X�S�U�H�V�D���H�X��

�3�)�,�6�7�(�5�(�5���,�1�7�(�5�1�$�7�,�2�1�$�/���$�* 
Werkstrasse 7  
6102 Malters, Luzern 
�6�Z�L�W�]�H�U�O�D�Q�G 
Phone +41 41 4997 474  
export@sefag.ch 

�3�)�,�6�7�(�5�(�5�� 
�5�H�S�U�H�V�H�Q�W�D�W�L�Y�H���2�I�¿�F�H��
P.O. Box 184090,  
Gate 7, Floor 3  
Hamarain Center,  
Dubai 
�8�Q�L�W�H�G���$�U�D�E���(�P�L�U�D�W�H�V��
Phone +971 4 2690147  
�L�Q�I�R�#�S�¿�V�W�H�U�H�U���D�H��

�3�)�,�6�7�(�5�(�5���/�W�G����
Unit 9, Ellesmere Business Park  
Off Swingbridge Road  
Grantham NG31 7XT  
Lincolnshire 
�8�Q�L�W�H�G���.�L�Q�J�G�R�P��
Phone +44 1476 578657  
�L�Q�I�R���X�N�#�S�¿�V�W�H�U�H�U���F�R�P��

�3�)�,�6�7�(�5�(�5�� 
�5�H�S�U�H�V�H�Q�W�D�W�L�Y�H���2�I�¿�F�H��
7625 Wisconsin Avenue, Suite 306  
Bethesda, MD, 20814  
Maryland 
�8�6�$��
Phone +1 240 482 4955  
�I�D�E�U�L�F�H���M�H�G�U�H�M�#�S�¿�V�W�H�U�H�U���X�V
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