
SECURITY INSULATING LADDERS

Work on or near electrical works and electrical installations maximum voltage of 1000 V AC or 1500 V DC.

Minutes N° NF 930-03/01/01-29 L.N.E / AFNOR showing compliance with EN-131 and the mark "NF" (Quality Label).

A complete range to high specifications:

- Nominal insulation between 2 bars after immersion in water: 10 000 V (EN 50528).

- High mechanical resistance to bending and torsion.

- Good strength / mass.

- Marking of information for use.

- High resistance to weather and corrosive elements and fire.

- The maximum working load 150 daN.

INSULATING LADDERS

Comes with right horizontal stabilizer.

THE

For working live LV.

Lateral risers in polyester/ glass fiber rectangular

section 70 x 25 mm. Aluminium alloy rungs with

square.

29 x 29 mm section and anti-slip coating.

Reference Numbers of rungs

MP-602-D 2.41 m 8 6

MP-603-D 2.97 m 10 9

MP-604-D 4.09 m 14 10

MP-605-D 4.93 m 17 12

Simple ladders

Reference
Numbers of

rungs

MP-620-D - 1.02 m 2 x 4 5.6

MP-624/2-D 2.41 m 4.09 m 2 x 8 14.9

MP-634/2-D 2.70 m 4.65 m 2 x 9 17

2 sections extention ladders

Optional accessories:

Cradle support post and front Wheel MP-46503.

Folded Extended

MP-634/2-D

MP-60...

NF EN 131-1

NF EN 131-2

NF EN 131-3

NF EN 50528
MP-46502
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NF EN 131-1

NF EN 131-2

NF EN 131-3

INSULATING SLIDE LADDERS

Agreement EDF/SPS N° B 216 - 0 - 635.

Reference
Numbers of

rungs

MP-514/2 2.41 m 4.09 m 2 x 8 13.9

MP-515/2R 2.70 m 5.21 m 2 x 10 17

2 sections extension ladders, hand operated

Folded Extended

Reference
Numbers of

rungs

MP-506/2 3.53 m 6.05 m 2 x 12 22.9

MP-508/2 4.66 m 8.30 m 2 x 16 35.4

MP-509/2 5.22 m 9.14 m 2 x 18 39.3

MP-510/2 5.78 m 10.26 m 2 x 20 43

MP-510/2-IQ 6 m 10.4 m 2 x 19 41

Ladders come with cradle, strap and front wheels.

2 sections extension ladders, rope and pulley operated

Folded Extended

THE

For working live LV.

Lateral risers in polyester/ glass fiber rectangular

section 70 x 25 mm. Aluminium alloy rungs with

square.

Wheels.

Wheels + cradle.

29 x 29 mm section and anti-slip coating.

Reference
Numbers of

rungs

MP-607/2-I 4.66 m 8.02 m 2 x 16 30.2

MP-608/2-I 5.22 m 9.14 m 2 x 18 34.4

MP-609/2-I 5.78 m 9.98 m 2 x 20 37.8

2 sections extension ladders, rope and pulley operated

Folded Extended

Reference
Numbers of

rungs

MP-607/3-I 2.98 m 6.89 m 3 x 10 24.6

MP-608/3-I 3.82 m 8.86 m 3 x 13 34.6

Ladders delivered with cradle, strap and front wheels

3 sections extension ladders, rope and pulley operated

Folded Extended

THE

Superior element lateral risers in polyester/ glass

fiber.

Lower element in aluminium alloy.

Insulation polyamide hooves

MP-514/2 MP-506/2

MP-607/2-I MP-608/3-I

STANDARD EXTENSION LADDERS

Ladders for electrical work at height. Maximum load:

150 daN. Anti-slip aluminum rungs.

Optional accessories:
Supports post-straps.

Equipment for working on pole : insulating ladders

# 63EPI - EPC / Equipment for working on pole: insulating ladders

NF EN 131-1

NF EN 131-2

NF EN 131-3

NF EN 50528



# 64 EPI - EPC / Equipment for working on pole: insulating ladders and stepladders

Equipment for working on pole : insulating ladders and stepladders

STABILIZING COMPENSATOR LADDER

Stabilizer set to low level. Compensates for differences

in height between the two uprights.

THE

Setting lever lock / unlock.

Reference Spacing Length Spacing For ladders

MP-46500 30
50 

to 70

390 

to 440

MP-602-D • MP-603-D

MP-604-D • MP-605-D

MP-506/2 • MP-514/2

MP-515/2

4.4

MP-46501 35
75 

to 95

420 

to 470

MP-508/2 • MP-509/2

MP-510/2
4.7

INSULATING STEPLADDERS

Compact stepladders with insulating uprights reinforced

polyester fiberglass with light alloy steps to work at height.

Insulation between two steps: 30 000 V. Maximum load:

150 daN. Anti-pinch finger joints.

THE

Railing equipped with a toolholder (height 600 mm).

Slimline 8.8 cm.

Large uprights

Reference
Nbr

steps

Height

Access (m)

Height

folded (m)

Height based

feet (m)

MP-700-4 3 2.58 m 1.39 m 0.68 m 5.9

MP-700-1 4 2.81 m 1.64 m 0.91 m 6.9

MP-700-2 5 3.04 m 1.89 m 1.14 m 8

MP-700-3 6 3.27 m 2.14 m 1.37 m 9.4

MP-700-5 7 3.50 m 2.39 m 1.60 m 11

Optional accessories:
Replacement kit clogs slip MP 700-100.

Replacement Kit toolholders MP 700-200.

NF EN 131

NF EN 50528

MP-700-2

~
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Equipment for working on pole : insulating ladders and stepladders

FOLDING STEPLADDER WITH RAILING

Secure non-insulating platform. Maximum working load

150 daN. Rung footrest tested 260 daN.

THE

Seat belt.

Skirting on three sides.

Casters.

Reference
Nbr

steps

Height

Access

Height

folded

Height

based feet

MP-700-6 4 2.93 m 1.48 m 0.93 m 19.5

HOOVES AND DOOR INSULATION KITS

TOOLS FOR INSULATING STEPLADDERS

Reference

MP-700-100 150 x 150 x 60 mm 0.1

MP-700-200 280 x 150 x 100 mm 0.2

* Blister. ** Maximum load: 10 kg.

MP-700-100

MP-700-200

Decrees 2004-924

6548 PIRL

NFP 93 353

Dimensions Weight Diameter



EPI - EPC / Work at height : ladders and accessories

Work at height : ladders and accessories

STACKABLE LADDERS ELEMENTS

Metallic elements: NF C 18-430. Upright duralinox.

Insulation elements: IEC-61478 Class I. Glass-epoxy –

non-slip bars, Orange color T.S.T. - B.T / H.T.A.

THE

Metallic or insulating elements assembly with ferrules

providing truncated pyramid accurate editing, secure and

safe blocking.

Cradles with straps for attachment to each element.

Reference
Elements

type
Nbr steps

MP-402-MB Metallic

basic *

2.10 m 7 5.4

MP-403-MB 3 m 10 7.6

MP-402-MI Metallic

intermedia.

2.10 m 7 4.8

MP-403-MI 3 m 10 7

MP-501-D
Insulating

BT / HTA

1.20 m 4 3.3

MP-502-D 2.10 m 7 5.8

MP-503-D 3 m 10 8.3

* Telescopic Feet.

Reference Characteristics

MP-400 Set of 2 straps without screws

MP-400-2 Cradle replacement

Accessories or spare parts

Dimensions Weight Diameter

# 66

TELESCOPIC MEASURING STICKS

Measuring sticks for the height of conductors networks.

Measurements can be made under tension (under the

prescription UTE 18-510).

Reference Characteristics

MO-831
Model LV-MV - EDF SPS Approval 18-132 A

Max. 11 m - Length folded 1.5 m
Usable on a 50 kV max. - 3.3 kg

MO-832
Transportation model HV - Max. 12 m

Used on LV, MV and HV systems up to 220 kV
Identical to other MO-831 features 2 live line elements

M-95-236 Measuring gauge diameters (3-20 mm)

THE

8 telescopic sections of insulated polyester glass, graduated and

operated by a push-button mechanism 

Upper portion made of IEC 60855 orange reinforced synthetic

material.

Direct Reading at the top of the 1st section of the stick, from 2.65 to

11 or 12 m. Graduation in m, dm and cm.

Natalie Lundie
P&C


