
CBS PRODUCTS Ltd

1000m - 3000m (3300-9900ft)

Cable Drum Cable Blowing Machine Hydraulic Power Pack Air Compressor

1000m - 3000m (3300-9900ft)1000m - 3000m (3300-9900ft)

1000m - 2000m (3300-6600ft)1000m - 2000m (3300-6600ft)

Cable Fleeter
(used for second length blowing)

Cable Blowing Machine, Hydraulic Power Pack,
and Air Compressor required at each position.

Single length cable blowing

Mid-point cable blowing with fleeter

Series cable blowing

Fibre Optic Cable Blowing

CBS Products’  equipment has been used to install fibre optic cables since 1986. The latest fibre optic

cable blowing system has proved to be the safest and fastest method of installing fibre optic cables.

Our patented concept employs compressed air to propel the fibre optic cable through the duct,

providing a uniform distribution of pulling force along the cable length. In addition the cable is

controlled by a hydraulically powered belt system, providing both smooth control and monitoring.

Combined, they provide a safe and optimised method of fibre optic cable installation, delivering more

installed cable per day with a reduced workforce.

Designed to be extremely easy to operate without tools, yet simple to adjust to meet site conditions, 

our simplified fibre optic cable blowing kit ordering procedure ensures all necessary parts are provided

for start up.

Natalie Lundie
P&C



 

 
 

Tornado Plus  
 
Cable Blowing Machine  
Duct  r ange 25-63mm, cable range 6 -32mm 
 

General Descript ion  
The cable blowing machine, compr ising an air  box and cable 
pusher , has been designed t o provide an ef f ect ive and saf e 
met hod of  f ibr e opt ic cable inst allat ion. The syst em inst alls 
f ibre opt ic cable of  6mm (0.25”) t o 32mm (1.25”) overall 
diamet er , at  speeds up t o 90m/ min (300f t  /  min), int o pre-
inst alled duct s. The syst em operat es on t he viscous drag 
pr inciple employing compressed air  t o inst all t he cable, 
cont rolled and assist ed by t he belt  dr ive syst em. 
 
The cable is pr opelled by compr essed air , f ed int o t he duct  via a 
vent ur i pr inciple, while t he hydraulically powered belt  dr ive 
syst em cont rols t he f ibre opt ic cable. The elect ronic monit or ing 
syst em provides read out  of  speed and dist ance, gives prot ect ion 
against  duct  obst ruct ions and includes an emergency st op 
f acilit y. 
 
The syst em is mount ed on an ant i -cor rosion t reat ed, st urdy, 
height  adj ust able, wheeled, t ubular  st eel t r olley. This allows t he 
unit  t o be wheeled around on sit e. The C-1200 hydraulic pet rol 
dr iven power  pack provides power . The unit  is CE approved.  
 

Feat ures   
Fully labelled cont rol panel containing:  
• Power  on/ of f  but t on 
• Emergency st op but t on 
• Reset  but t on 
• Combined lengt h count er  r ecor ding in met res (f eet ) and 

cable speed read out  in met res/ min (f eet / min)  
• Hydraulic pressure read out  dial  
• Air  pr essur e r ead out  dial 
• Hydr aulic on/ of f  cont r ol valve 
• Adj ust able speed cont rol f or  dr ive belt s 
• Air  supply cont r ol on/ of f  wit h aut omat ic exhaust  f unct ion 
 

Chassis  
• Front  mount ed wheels f or  ease of  manoeuvrabilit y 
• Light weight  ant i -cor rosion t reat ed t ubular  st eel f rame 
• Adj ust able f rame allowing unit  t o be t ilt ed up t o 30°, 

r educing bending of  duct  and cable 
• Adj ust able r ear  legs f or  uneven t er r ain 

 
Air  Box  
• Manuf act ur ed in aluminium 
• Range t aking of  cables f r om 6mm – 32mm (0.25”-1.25”) by 

means of  int er changeable collet s wit h double cable sealing 
ar r angement 

• Duct  sealing at  mout h of  air  box 
• Duct  gr ipping f acilit y designed t o obviat e duct  crushing and 

dist or t ion 
• All seals, except  cable seals, have a common diamet er  cord 
• Upper  sect ion of  air  box is r et ained 
• Air  box aligned is adj ust able f or  varying cable diamet ers 
• No t ools ar e r equir ed t o split  air  box f or  inser t ion of  cable 

and duct 
• On/ of f  air  cont r ol valve wit h aut omat ic air  exhaust  f r om 

duct  when in “of f ” posit ion 
 
 

 
 
 

St orage Case  
Compr ising 
• Oper at ing Manual 
• I nst ruct ional Video 
 

Cable Feeder  
• Manuf act ur ed in cast  aluminium 
• Hydraulically powered 
• Unit  lif t s and split s t o allow inser t ion of  cable bet ween 

dr ive belt s 
• Dr ive belt s are prof iled polyuret hane, moulded 
• Belt  t ension can be set  by means of  adj ust able chain dr ive 

t ensioners f it t ed t o t he side of  t he unit 
• Syst em relief  valve f it t ed as st andard 
 
Tool Box  
• 3mm Allen Key 
• 4mm Allen Key 
• 5mm Allen Key 
• 6mm Allen Key 
• 3mm dia. Cor d x 2.5 met res long 
• Silicone Gr ease 
• Super  Glue 
• Met af lux 70 -88 Chain Spr ay 
• Plier s 150mm 
• Screwdr iver  150mm (slot )  
• Knif e 
• 13-17mm A/ F Spanner  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
NB:  Please Specif y Cable And Duct  Diamet ers 
When Order ing  



 

 
 
 
 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 
 

 

 

 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

TORNADO Conf igurat ion f or Cable Blowing  
 

I n or der  t o cust omise your  new “Tor nado” t o your  applicat ion, we ask t hat  you pick, one each f r om t he list  below, 
t he Duct  Clamp Collet  (A), t he Duct  Seal Collet  (B), t he Cable Collet  Assy (C) and t he I n Feed Cable Collet  (D), 

t he Cable Seals (E) and t he Cable Seal Plug F). 

 
When or der ing, please have Tube and Cable dimensions available. 

 

  
 

A) Duct  Clamp Collet  
 

Duct  O. D  Par t  No 
25mm C-1258-0200-25 
32mm C-1258-0200-32 
38mm C-1258-0200-38 

40mm C-1258-0200-40 
50mm C-1258-0200-50 

 

B) Duct  Seal Collet  
 

Duct  O. D  Par t  No 
25mm C-1257-0202-25 
32mm C-1257-0202-32 
38mm C-1257-0202-38 

40mm C-1257-0202-40 
50mm C-1257-0202-50 

 

 

C) Cable Collet  Assembly & D) I n - Feed Cable Collet  
 

Cable Diamet er  Part  No f or Cable Collet  Assy 
(C) 

Part  No f or  I n - Feed Cable Collet              
(D) 

6-9mm C-1256-0103-06-09 C-1256-0104-06-09 

9-12mm C-1256-0103-09-12 C-1256-0104-09-12 
12-16mm C-1256-0103-12-16 C-1256-0103-12-16 

16-20mm C-1256-0103-16-20 C-1256-0103-16-20 
20-24mm C-1256-0103-20-24 C-1256-0103-20-24 
24-28mm C-1256-0103-24-28 C-1256-0103-24-28 

28-32mm C-1256-0103-28-32 C-1256-0103-28-32 

 



 

 
 
 
 
 
 
 
 
 

 

TORNADO Conf igurat ion f or Cable Blowing – Con’t / d  
 

 

E) Cable Seals (Supplied in Packs of  10 Seals ) 
 

Cable Diamet er  Par t  No 
6-7.5mm C-1255-0208-06-07.5 

7.5-9mm C-1255-0208-07.5-09 
9-10.5mm C-1255-0208-09-10.5 
10.5-12mm C-1255-0208-10.5-12 

12-14mm C-1255-0208-12-14- F 
14-16mm C-1255-0208-14-16- F 

16-18mm C-1255-0208-16-18- F 
18-20mm C-1255-0208-18-20- F 
20-22mm C-1255-0208-20-22- F 

22-24mm C-1255-0208-22-24- F 
24-26mm C-1255-0208-24-26- F 

26-28mm C-1255-0208-26-28- F 
28-30mm C-1255-0208-28-30- F 
30-32mm C-1255-0208-30-32- F 

 

F) Cable Seal Plugs  
 

Cable Diamet er  Par t  No 
6-7.5mm C-1256-0206-07.5 

7.5-9mm C-1256-0206-09 
9-10.5mm C-1256-0206-10.5 
10.5-12mm C-1256-0206-12 

12-14mm C-1256-0206-14 
14-16mm C-1256-0206-16 

16-18mm C-1256-0206-18 
18-20mm C-1256-0206-20 
20-22mm C-1256-0206-22 

22-24mm C-1256-0206-24 
24-26mm C-1256-0206-26 

26-28mm C-1256-0206-28 
28-30mm C-1256-0206-30 
30-32mm C-1256-0206-32 

 

All imperial sizes are available on request  



 

 
 
Hydraulic Power Pack  
 

A light weight , t r olley mount ed, hydr aulic power  
pack, wit h pr e-set  int er nal syst em pr ot ect ion r elief  

valve and quick r elease connect or s. 
 

The unit  is power ed by an air-cooled, 6hp pet r ol 
dr iven engine, deliver ing 15 lit r es/ min at  upt o 120 

bar  f r om t he hydr aulic cir cuit . The cir cuit  is 

pr ot ect ed wit h r et ur n line and suct ion f ilt er s. 
 

The unit  is mount ed on a r obust , pneumat ic wheeled, 
t r olley and is supplied wit h 2 x 7m st or able 

hydr aulic hoses, complet e wit h quick r elease 
couplings. 

 

The unit  is CE appr oved. 
 

SPECI FI CATI ON  
 

Height :    960mm 

Lengt h:    820mm 
Widt h:     510mm 

Weight  (incl.  Hoses):   60kg  
Hydraulic Tank Capacit y:  22 lit r es 

 
 

 
 

Universalube  
 

Univer salube is a wat er-based pr epar at ion based on 
wax and silicone polymer s. I t  is easily applied and 

exhibit s excellent  cover age. 

 
I t  is non- t ox ic, non-f lammable and has no physical 

or  chemical ef f ect s on cable sheat h or  sub duct . I t  
can be used on cable blowing or  pushing. 

 
 

Typical Propert ies  
 
Appearance:   Milky Mobile Liquid 

SG:    Appr ox 1 
Viscosit y:   2500 – 4000 cst  

PH:    6 - 8 
 

 

 
 

 
 

 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
ORDERI NG DETAI LS  
 

Product  No   Descr ipt ion  
 

C-1200 -0543 -01 Hydr aulic Power  Pack c/ w 
Tr olley – Pet r ol Dr iven 

Engine 

 
 

C-1200 -0543D-01 Hydr aulic Power  Pack c/ w 
Tr olley – Diesel Dr iven 

Engine 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

ORDERI NG DETAI LS  
 

Product  No   Descr ipt ion  
 

C-LUBE-02 -F  Univer salube Lubr icant  –  
20 Lt s 
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Compressed Air Cooler  
 
I deally t he compr essed air  ent er ing t he Cable 

Blowing Machine should be cool and moist ur e f r ee 
t o opt imise t he cable blowing pr ocess.  This is 

achieved by a Compr essed Air  Cooler . 

 
The air  cooler , f it t ed wit h an air  dr iven f an, is 

inst alled bet ween t he compr essor  and blowing 
machine.   

 
The air  supply is f ilt er ed, lubr icat ed and has a 

wat er  separ at or  wit h an aut omat ic condensat e 

dr ain.  
 

Oper at ing at  pr essur es up t o 15 Bar , capacit y 
370cf m. 

 

 
SPECI FI CATI ON  
 
SHI PPI NG DI MENSI ONS 

 
Lengt h:  1.2m 

Widt h:   0.78m 

Height :  1.4m 
Weight :  124kg 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ORDERI NG DETAI LS  
 
Product  No  Descr ipt ion  
 

C-1226 -02  Tr olley Mount ed Af t er cooler  Unit 
 

 
 
 
 
 
 
 
OPTI ONAL ACCESSORI ES  
 

Product  No   Descr ipt ion  
 

C-AI R-H A-24X015      Air  Hose Assy f it t ed  
wit h 1inch J AYMAC 

Couplings x 15M long 

 



 

 
 
Cable Fleet er  
 

The Fleet er  r eplaces t he manual met hod of  “f igur e 
of  eight ing” cable, and pr ovides pr ot ect ion and 

secur it y f or  t he cable. 
 

Following inst allat ion of  t he cable in t he f ir st  leg of  
t he duct  r out e t he balance of  t he cable is r emoved 

f r om t he dr um and f ed int o t he “Fleet er ”, t her eby 

r eleasing t he cable end r eady f or  blowing int o t he 
second leg. 

 
The Fleet er  pr ovides a smoot h and simple syst em 

whilst  ensur ing cable pr ot ect ion f r om pedest r ians 
or  vehicles and pr event s cont aminat ion f r om mud, 

soil or  dust . 

 
The Fleet er  is designed t o wor k in conj unct ion wit h 

t he Cable Blowing Machine, which pr ovides t he 
cable f eed in and out  of  t he “Fleet er ”. 

 

The unit  accept s 2,000 met r es of  13mm cable, 
allowing dr um lengt hs of  4,000 met r es t o be 

ut ilized. 
 

The Fleet er  consist s of  a r oad going t r ailer  chassis 
upon which is mount ed a cable st or age casset t e, 

r ot at ing cable guide quadr ant  and duct  clamp 

assembly. 
 

SPECI FI CATI ON  
 

Dimensions:  3.42m long x 2.3m wide x 2.33m high 

 
Tyre Size:  145R 10 

 
Brakes:  I nt er ia t ype br akes wit h aut o 

r ever se 
 

Casset t e:  2m x 0.85m high 

 
Rear Corner  
Steadies:  2 of f  
 

Spir it  Level  
Mount ed:  1 of f  

 

Towing Hit ch:  Eye – 30mm, 40mm, 50mm 
 Ball Type – 50mm 

 Specif y at  t ime of  or der ing 
 

Weight :  325kg 

 
 
 
 
 
 
 
 
 
 
 
 
 
ORDERI NG DETAI LS  
 
Product  No   Descr ipt ion  

 

C-1265 -20-01-R1 Cable Fleet ing Device 
 
 
 
 
 
 
 

 



 

 
 
Duct  Checking Equipment  
 

Dir ect  bur ied duct s can suf f er  f r om compact ion, 
r educt ion or  ot her  obst r uct ions, t her ef or e, bef or e 

cable inst allat ion begins, CBS r ecommends t hat  each 
lengt h of  duct  is checked f or  cont inuit y and f r eedom 

f r om obst r uct ion. Var ious it ems of  har dwar e ar e 
available f or  checking t he duct s. 

 

A pr ecision locat or  supplied wit h an appr opr iat e duct  
Sonde(s), allows t he duct  r out e t o be checked f or  

cont inuit y. The Sonde t r ansmit t er  is blown along t he 
r out e lengt h, st opping at  any blockage. The blockage 

is f ound by locat ing t he Sonde wit h t he locat or . 
 

Please st at e t he duct  inside dimensions when 

or der ing. 
 

 
Each Sonde is supplied wit h a St ocking, which is 
f it t ed over  t he end of  t he Duct  t o cat ch t he Sonde 

upon exit . 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 

 

 
 
 
 
 
 
 
 

ORDERI NG DETAI LS  
 

Product  No   Descr ipt ion  
 

C-RD-CAT -F  Pr ecision Locat or  
 

 
 
 

 
 
 
 
 

 
 
ORDERI NG DETAI LS  

 

Product  No   Descript ion  
 

C-R-SONDE-29  Missile Sonde – 29mm  

C-R-SONDE-33  Missile Sonde – 33mm   
C-R-SONDE-38  Missile Sonde – 38mm  

C-R-SONDE-40  Missile Sonde – 40mm  
C-R-SONDE-45  Missile Sonde – 45mm  

C-R-SONDE-50  Missile Sonde – 50mm 



 

 
 
Plast ic Duct  Cut t er  
 

Quick and easy t o use t he adj ust able die cast  
cir cumf er ent ial cut t er  pr ovides a clean cut  of  

plast ic duct s 
 

 
 

SPECI FI CATI ON  
 
Duct  Dia Range:  13 – 43mm 

   25 – 81mm 
 

 
 

 

 
 
 
 

Plast ic Duct  Slit t er  
 

Tool f or  longit udinal cut t ing of  duct , and r emoval of  
spar e duct  f r om inst alled cable 

 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 

 

 
 

 
 

 
 

 

 
 

 
 

 

ORDERI NG DETAI LS  
 
Product  No   Descr ipt ion  
 

D-291-12 -43 -F  Duct  Cut t er  12 -43mm 
D-291-25 -81-F  Duct  Cut t er  25 -81mm 

D-291-01-F  Spar e Cut t er  Wheel  
 

 
 

 

 
 

 
 
 
 
 
 
 
 
ORDERI NG DETAI LS  
 

Product  No   Descr ipt ion  

 
D-290-F  Plast ic Duct  Slit t er  

 
 

 
 
 
 
 



 

 
 
Pressurisat ion Kit  
 
The CBS Duct  Pr essur isat ion Kit  has been designed 

t o t est  t he int egr it y of  t he duct  by checking t hat  
t he duct  has no leaks. This will conf ir m t hat  t he 

duct  holds air  pr essur e, pr ior  t o cable blowing. 

 
The kit  compr ises of  a pr essur e r egulat or  wit h 

gauge and valves. The syst em connect s t o t he 
compr essor  and t he duct  f or  pr essur ising. Once up 

t o pr essur e t he air  in t he duct  is locked in and t he 
pr essur e monit or ed. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
ORDERI NG DETAI LS  
 
Product  No  Descr ipt ion 
 

C-1262    Pr essur isat ion Kit 

 
C-1262 -50   50mm Duct  Connect or 

C-1262 -40   40mm Duct  Connect or 
C-1262 -32   32mm Duct  Connect or 

C-1262 -25   25mm Duct  Connect or 

 
Ot her  sizes of  duct  connect or  ar e available, please 

consult . 



 

 
 
Tube Blowing Conversion Kit s  
 
The t ube blowing conver sion kit s ar e init ially used 

t o conver t  an exist ing Tor nado Cable Blowing 
Machine int o a Tube Blowing Machine f or  inst alling 

micr o t ubes int o duct s.  I f  addit ional Tube Bundle 

Conf igur at ions wer e r equir ed, addit ional Tube Kit s 
would be needed. 

 
Each Conversion Kit  Cont ains: -  
 
2 of f  – Hydr aulic Mot or s 

2 of f  – Dr ive Chassis (upper  & lower ) 

1 of f  – Tube Guide Collet  
1 of f  – Tube Guide & Scr ews 

1 of f  – Roller  Br acket  Assembly 
1 of f  – Vent ur i Collet 

 

 
Tube Conversion Kit s  
 
Tube Bundle   Tube Kit  Codes  
Conf igurat ions  
 
3 x 12mm  C-1250 -CON-3x12 

4 x  12mm  C-1250 -CON-4x12 
 

7 x  10mm  C-1250 -CON-7x10 
5 x  10mm  C-1250 -CON-5x10 

4 x  10mm  C-1250 -CON-4x10 
3 x  10mm  C-1250 -CON-3x10 

 

10 x 7mm  C-1250 -CON-10x7 
7 x 7mm  C-1250 -CON-7x7 

6 x 7mm  C-1250 -CON-6x7 

 
Ot her Tube Bundle Conf igurat ions available on 
request  (please consult )  

 
 
 
 
 
 
 
 
 
 
 

 
 
 

 



 

 
 
‘J ’ Junct ion Box  
 
The CBS Cable Over blowing J unct ion Box has been 

designed t o inst all a new cable int o an exist ing 
occupied sub-duct  (subj ect  t o space being 

available). Or  alt er nat ively used f or  blowing micr o 

t ubes over  pr eviously inst alled cable. 
 

The Cable Over blowing J unct ion Box compr ises a 
r obust  aluminium base and lid t hat  f or m a 

pr essur ised air  chamber  int o which one end of  an 
exist ing occupied sub-duct  can be at t ached. 

 

The exist ing cable can exit  t he Cable Over blowing 
J unct ion Box f r om eit her  of  t he t wo br anches t o 

suit  t he best  inst allat ion, t he vacant  br anch is t hen 
connect ed t o a CBS Cable Blowing Machine via a 

shor t  slave lengt h of  sub-duct  f or  t he inst allat ion 

of  t he ext r a cable. 
 

A r ange of  cust omer  select ed cable seals, cable 
collet s and sub -duct  collet s ar e available f or  cable 

or  duct  t ube inst allat ion using t he CBS Over blowing 
J unct ion Box. 

 
SPECI FI CATI ON  

 
Cable Diamet ers  
The maximum diamet er  of  a new cable f or  
inst allat ion is dependent  on t he diamet er  of  t he 

exist ing cable and t he duct  size. 
 

Cable Range Limit :   6 – 20mm O/ D 

Duct  Range Limit :   40 – 63mm O/ D 
I nst allat ion Pr inciple:   Viscous Dr ag 

Max Operat ing Pressure:  12 Bar 
Lengt h:    455mm 

Widt h:     330mm 

Height :    180mm 
 

Weight :    25kg (no collet s)  
    29kg (wit h collet s)  

 
 

 

 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ORDERI NG DETAI LS  
 
Product  No   Descr ipt ion  
 
C-1254 -001-01  J unct ion Box 

 
 

 

 
 

 
 

 
 

NB: Please specif y Duct  and Cable Sizes when 
ordering  Duct  I nner Dia  Minimum Flow Accept ance  

 

0 upt o 25mm  4m³/ min 150 cf m 

26 upt o 30mm  5m³/ min 185 cf m 
31 upt o 35mm  7m³/ min 250 cf m 

36 upt o 40mm  10m³/ min 375 cf m 
41 upt o 44mm  12m³/ min 450 cf m 

 



 

 
 

C- 1253 CABLE OVERBLOWI NG 
JUNCTI ON BOX  
 
The CBS Cable Over blowing J unct ion Box has 

been designed t o inst all a new cable or  duct -
t ubes int o an exist ing occupied sub-duct  

(subj ect  t o space being available). 

 
The Cable Over blowing J unct ion Box compr ises 

a r obust  aluminium base and lid t hat  f or m a 
pr essur ised air  chamber  int o which one end of  

an exist ing occupied sub-duct  can be at t ached.  

The exist ing cable can exit  t he Cable 
Over blowing J unct ion Box t hr ough an opening 

t hat  has 3 cable seal slot s, one of  which wil l 
house t he seal t o suit  t he size of  t he exist ing 

cable. The t hir d br anch is t hen connect ed t o a 
CBS Cable Blowing Machine via. a shor t  slave 

lengt h of  sub-duct  f or  t he inst allat ion of  t he 

ext r a cable or  t ube(s). 
 

A r ange of  Over blowing j unct ion boxes ar e 
available t o suit  t he out side diamet er  of  t he 

sub-duct . 

 
CABLE DI AMETERS  
The maximum diamet er  of  a new cable /  t ube(s) 
f or  inst allat ion is dependent  on t he diamet er  of  

t he exist ing cable and duct  bor e. 
I t  is t he r esponsibilit y of  t he oper at or  t o ensur e 

t hat  t he cable /  t ube(s) t o be inst alled ar e 

compat ible wit h t he exist ing sub-duct  and 
inst alled cable conf igur at ion. 

 
Cable r ange limit   9-20 mm O.D. 

 

Duct  r ange (Not e: one duct  O.D. size per  unit )  
Minimum    25 mm O.D 

Max imum   50 mm O.D 
 

I NSTALLATI O N PRI NCI PLE  
Viscous Dr ag 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
PNUEMATI C SYSTEM 
Max. oper at ing pr essur e 12 Bar 

 

For Duct s wit h an I nner Diamet er of :  
Minimum Flow Accept able  
 
0 up t o 25mm   :   4m³/ min       150 CFM  

26 up t o 30mm   :   5m³/ min     185 CFM  

31 up t o 35mm   :   7m³/ min     250 CFM  
36 up t o 40mm   :   10m³/ min   375 CFM  

41 up t o 44mm   :   12m³/ min    450 CFM  
 

DI MENSI ONS 
 

LENGTH:  295 mm 

HEI GHT:    74 mm 
WI DTH:  170 mm 

WEI GHT:      4 kg  
 

ORDERI NG DETAI LS 
 
Product  No   Descr ipt ion  
 

C-1253 -25   25mm Duct  o.d. 

C-1253 -32   32mm Duct  o.d. 
C-1253 -38   38mm Duct  o.d. 
C-1253 -40   40mm Duct  o.d. 

C-1253 -50   50mm Duct  o.d. 
 

Ot her  sizes available on r equest . 
 

For  unit  wit h int er changeable collet  
sizes see C-1254. 

 

 
 

Natalie Lundie
P&C


