FEATURES
FiloSeal+HD FIRE provides a strong support system
using our specially formulated material called
Formite which builds up like a honeycomb structure.
FiloSeal+HD FIRE is suitable for sealing any cable
FRQȴJXUDWLRQRUSLSHVFRQWDLQHGLQRQHGXFWDQG
also allows easy re-entry of the seal to add or
remove cables or pipes as required.
The Filoform duct sealing system FiloSeal+HD FIRE
uses our MD+ sealant which is easily applied from a
skeleton gun. The high quality, one component,
ȵH[LEOHVHDODQWȊ0'ȋLVEDVHGRQDVLOLFRQ
compound that cures with air (Humidity).
The unique design of the hexagonal tubes makes
positioning and separation of the cables very simple
while also providing a strong backing for the MD+
to be applied on.
ȏ8SWRKRXUVȴUHUHVLVWDQFHLQWUDQVLWIUDPHV
(single side)
ȏ8SWRKRXUVȴUHUHVLVWDQFHLQGXFWV
• Tested to BS EN1366-3 2009
• Up to 2 bar Pressure Resistance
• 100Kg pulling Force on the cables when sealed
• 10xd at 45º, with 1 bar pressure bending test

Product Name

• High levels of Gas and Water tightness
ȏ ([FHOOHQWDGKHVLRQDSSOLFDEOHWRDOOFRPPRQ
building materials
ȏ 6KRZVȴUHUHVLVWDQFHSURSHUWLHV
• Resistant against Water, Alkaline, Chemical
agents
ȏ 5HVLVWDQWWR+\GURJHQ6XOSKLGH0HWKDQHDQG
PDQ\RWKHU*DVHV 1HG/DE
• Non corrosive
ȏ 6ROYHQWIUHH
ȏ 6KRFNDEVRUELQJ
ȏ 1RQWR[LFQHXWUDODQGDOPRVWRGRXUOHVV
• Complies with ATEX regulations
ȏ 6XLWDEOHIRUDQ\VKDSHGGXFWERUHKROH
opening
• Quick and easy installation
• A complete kit
ȏ 6HDOVDOONQRZQPDWHULDOV39& 3(VKHDWKHG
FDEOHV3Ζ/& +' 3(SLSHV
ȏ 6XLWDEOHIRUUHQRYDWLRQVFDQEHLQVWDOOHG
retrospectively
• Resistant to Rats
ȏ 5HVLVWDQWWRWHUPLWHV 0DVWRWHUPHV
'DUZLQLHQVLV 1RUWKHUQ$XVWUDOLDQWHUPLWHV

Duct diameter min.-max. (mm)

Order unit

FiloSeal+HD FIRE - 75 mm > 110 mm

Ø 110 max.

per piece

FiloSeal+HD FIRE - 125 mm > 160 mm

Ø 160 max.

per piece

FiloSeal+HD FIRE - 180 mm

Ø 180 max.

per piece

FiloSeal+HD FIRE - 200 mm

Ø 200 max.

per piece

FiloSeal+HD FIRE - 225 mm

Ø 225 max.

per piece

FiloSeal+HD FIRE - 250 mm

Ø 250 max.

per piece

Watch the FiloSeal+HD productvideo online on our website.

A frame
120 x 120 mm
The frames are modular in construction based
around a working opening size of 120 x 120 and can
be assembled in almost any size required. The frames
are made of 6mm steel which is zinc plated to give a
longer life.

With this design of seal system, accompanied
by these frames, the need for upfront design is
PLQLPL]HG:LWKWKHRHURIWKLVVW\OHIUDPHZH
have performed all the tests we can on it to give you
FRQȴGHQFHLQWKHV\VWHPDVDZKROH

Use of Filoseal+HD FIRE in these frames has been
tested to EN1366-3:2009 for a period of up to 4 hours
on a standard installation. Frames are a worthy
addition to the Filoseal+HD and HD FIRE ranges as
they are a problem solver in the following situations:

There is no need to get into complicated modular
LQVHUWVL]HVDVWKLVV\VWHPLVȴOOHGZLWKRXUZLGHO\
approved Filoseal+HD and Filoseal+HD FIRE systems
which need little to no upfront design in order to be
incorporated into your project.

1. Irregular openings in a wall – frame neatens the
install
2. Walls of a poorer quality – frame stops reliance of
seal bonding to structure
3. Ducts with too many cables – frame allows splaying
of cables to obtain a proper seal.
4. Large cable runs such as a riser can be neatly
sealed.

In order for us to quote you, please advise the wall
opening size and layout of cables. We can work out
your needs based upon this and provide a CAD based
drawing of our solution.
The frames can be assembled around existing cable
runs which minimizes (or should that be eliminates)
down time of whatever your cables are connected to.

FEATURES

ȏ 0LQLPDOIUDPHGLPHQVLRQVRXWVLGHWKHZDOO
DSHUWXUHPHDQVȴWWLQJLVHDV\
ȏ 0RGXODUIUDPHWRȴWDURXQGH[LVWLQJFDEOHVRU
DURXQGRYHUODUJHFRQQHFWRUV
ȏ =LQFSODWHGIRUDORQJHUOLIH
ȏ 6SDUHDSHUWXUHVFDQEHXVHGLQWKHIXWXUH
ȏ )L[LQJKROHVWREHGULOOHGE\WKHXVHUWRVXLW
WKHLULQGLYLGXDODSSOLFDWLRQ
ȏ 'HVLJQDGYLFHJLYHQE\)LORIRUP
Designed to partner with the Filoseal+HD and
)LORVHDO+')Ζ5()LORIRUPKDYHFUHDWHGIUDPHVWR

hold a seal where the space or structure will not
DOORZȴWWLQJRIDVHDOLQWRWKHVWUXFWXUHLWVHOI$OO
the features of Filoseal+HD and Filoseal+HD Fire
FDQEHDSSOLHGEXWWKHKLJKOLJKWVDUH
ȏ 8SWRKRXUVȴUHUHVLVWDQFHLQWUDQVLWIUDPHV
VLQJOHVLGH
ȏ 7HVWHGWR%6(1
ȏ 8SWREDU3UHVVXUH5HVLVWDQFH
• 100Kg pulling Force on the cables when sealed
ȏ [GDW|ZLWKEDUSUHVVXUHEHQGLQJWHVW

A frame
120 x 120 mm

Cable Transit Frame Key
The modularity of the frame is based around two
opening sizes; they are 120 x 120mm (type A) or 120
x 240mm (type B) which somewhat follows the frame
VL]LQJRIUHJXODUWUDQVLWV\VWHPV2EYLRXVO\IRUD
larger hole, we build a multi-opening frame to suit the
application.

Frames types followed by an ‘xn’ notation means
there are n number of openings set out horizontally
in a row.
Frames types followed by a ‘+type A or B’ notation
mean the frames are stacked vertically on top of each
other.

Built frames - ( A Frame & B Frame)
Built frame size notation.
Frames of Type A (120 x 120 opening). For clarity, all
frames are 120 wide, it is the height that changes.

So a frame denoted A+A+A x8 means there are 24
openings in total of size A, in columns of 3 high 8
times over.

A x 1 (1 opening, 120x120mm)

A x 2 (2 openings, side by side
120x120mm)

A+A (2 openings on top
of each other 120x120)

A+A x 2 (4 openings, 2 in a row
x 2 high 120x120mm)

A+A+A (3 openings on top
of each other 120x120)

A+A+A x 3 (9 openings,
3 in a row x 3 high
120x120mm)

B frame
120 x 240 mm
The frames are modular in construction based
around a working opening size of 240 x 120 and can
be assembled in almost any size required. The
frames are made of 6mm steel which is zinc plated to
give a longer life.

With this design of seal system, accompanied
by these frames, the need for upfront design is
PLQLPL]HG:LWKWKHRHURIWKLVVW\OHIUDPHZH
have performed all the tests we can on it to give you
FRQȴGHQFHLQWKHV\VWHPDVDZKROH

Use of Filoseal+HD FIRE in these frames has been
tested to EN1366-3:2009 for a period of up to 4 hours
on a standard installation.

There is no need to get into complicated modular
LQVHUWVL]HVDVWKLVV\VWHPLVȴOOHGZLWKRXUZLGHO\
approved Filoseal+HD and Filoseal+HD FIRE systems
which need little to no upfront design in order to be
incorporated into your project.

Frames are a worthy addition to the Filoseal+HD and
HD FIRE ranges as they are a problem solver in the
following situations:
1. Irregular openings in a wall – frame neatens the
install
2. Walls of a poorer quality – frame stops reliance of
seal bonding to structure
3. Ducts with too many cables – frame allows splaying
of cables to obtain a proper seal.
4. Large cable runs such as a riser can be neatly
sealed.

In order for us to quote you, please advise the wall
opening size and layout of cables. We can work out
your needs based upon this and provide a CAD based
drawing of our solution.
The frames can be assembled around existing cable
runs which minimizes (or should that be eliminates)
down time of whatever your cables are connected to.

FEATURES

ȏ 0LQLPDOIUDPHGLPHQVLRQVRXWVLGHWKHZDOO
DSHUWXUHPHDQVȴWWLQJLVHDV\
ȏ 0RGXODUIUDPHWRȴWDURXQGH[LVWLQJFDEOHVRU
DURXQGRYHUODUJHFRQQHFWRUV
ȏ =LQFSODWHGIRUDORQJHUOLIH
ȏ 6SDUHDSHUWXUHVFDQEHXVHGLQWKHIXWXUH
ȏ )L[LQJKROHVWREHGULOOHGE\WKHXVHUWRVXLW
WKHLULQGLYLGXDODSSOLFDWLRQ
ȏ 'HVLJQDGYLFHJLYHQE\)LORIRUP
Designed to partner with the Filoseal+HD and
)LORVHDO+')Ζ5()LORIRUPKDYHFUHDWHGIUDPHVWR

hold a seal where the space or structure will not
DOORZȴWWLQJRIDVHDOLQWRWKHVWUXFWXUHLWVHOI$OO
the features of Filoseal+HD and Filoseal+HD Fire
FDQEHDSSOLHGEXWWKHKLJKOLJKWVDUH
ȏ 8SWRKRXUVȴUHUHVLVWDQFHLQWUDQVLWIUDPHV
VLQJOHVLGH
ȏ 7HVWHGWR%6(1
ȏ 8SWREDU3UHVVXUH5HVLVWDQFH
• 100Kg pulling Force on the cables when sealed
ȏ [GDW|ZLWKEDUSUHVVXUHEHQGLQJWHVW

B frame
120 x 240 mm

Cable Transit Frame Key
The modularity of the frame is based around two
opening sizes; they are 120 x 120mm (type A) or 120
x 240mm (type B) which somewhat follows the frame
VL]LQJRIUHJXODUWUDQVLWV\VWHPV2EYLRXVO\IRUD
larger hole, we build a multi-opening frame to suit the
application.

Frames types followed by an ‘xn’ notation means
there are n number of openings set out horizontally
in a row.
Frames types followed by a ‘+type A or B’ notation
mean the frames are stacked vertically on top of each
other.

Built frames - ( A Frame & B Frame)
Built frame size notation.
Frames of Type B (120 x 240 opening. For clarity, all
frames are 120 wide, it is the height that changes.

So a frame denoted B+B+B x8 means there are 24
openings in total of size B, in columns of 3 high 8
times over.

B x 1 (1 opening, 120x240mm)

B x 2 (2 openings, side by side
120x240mm)

B+B (2 openings on top
of each other 120x240)

B+B x 2 (4 openings, 2 in a row
x 2 high 120x240mm)

B+B+B (3 openings on top
of each other 120x240)

B+B+B x 3 (9 openings,
3 in a row x 3 high
120x240mm)

